
Scope of produscsScope of produscsScope of produscsScope of produscs

   1.-40℃～+125℃（includes temperature when the coil is heated).

   2.techgrade components are manufactured and promoted for use in general electronics devices such as 

    audio-video equipment,home electric appliance,office automation equipment,im-car equipment,

    communication equipment,measurement hardware,machine accessory and medical equipment..

   3.In case of using the product for the purpose other than general electronics devices,please do not fail  

    to consult with our business headquarters,branch or business office.When the suggested 

    recommendations are not heeded,Techgrade Group shall not be held liable for any dysfunctious in or 

    damage to the equipment with which the product is used.

   4.When using the product if you encounter difficulties,Can contact our sales staff.

General stipulations for coil use General stipulations for coil use General stipulations for coil use General stipulations for coil use 
    1.Products should not be kept in unsuitable storage conditions,such as areas susceptible to high

    2.Always handle products with care.

    3.Don't touch electrodes directly with bare hands as oil secretions may inhibit soldering.

     Always ensure optimum conditions for soldering.

    4.Refrain from rinsing coils.If necessary,please consult with our company.

    5.Our SMD coils are designed for automatic mounting.Please be careful if soldering by hand.

    6.Our specification limits the quality of the component as a single unit.Please ensure the component is 

     thoroughly evaluated in your application circuit.

    7.Don't bend the terminals or subject them to excessive stress.

    8.When using our high voltage inverter transformers place 2mm away from the electric conductor.

    9.Don't touch any exposed winding part and avoid coming into contact with the guide or electrode in 

     automatic mounting.

產 :

  1、 ：-40℃~+125℃（ 括 感 ）

  2、 產 家 產 ， 產 ，計 產 產

  3、 空 、 械、 產 產 ， 系，

     可， 關 件， 公 無關

  4、產跬觥萦蠯葽蛰袼困羌輁褞問可蛹莇公萪蝬蛩襖衵脕肼

產跬萦蠯蛹荦管謗褙萡蹌：

  1、產跬薦荦諪蛍赦跱，萋蛈光譺萳輠境，莙蠔荦諪蛍高螻，高藜，翶讁輁袼輀踕莲蘑訝輠境

  2、產品需整齊地保管，不要雜亂堆放，互相磁撞

  3、蕻葽訝裃議轊蝞蹫產品的焊接性能，請不要用手直接接觸焊接端子

  4、豠莙蠔蠯袼罁蠬蚐清洗電感，如確實需要清洗請聯絡本公司營業人員，以便得到專業指導

  5、耮覞肆豙趥產品改為手焊時，需注意拿取方法

  6、莇公萪訝產品規格及相關資料僅供參考，請在實際使用時聯絡本公司營業人員取得樣板實裝進行認可測試

  7、者覐訝過聏臣曲輁碰撞會導致產品的斷線，請注意保管與取用

  8、耮萦蠯高詒虷訝詒感藸，詒腉趈訝蓿計薦觅袼關詒覐苋聋豬衳件膽開詒感2mm褩葽

  9、耮產品的卷線露出時，請不要接觸露出部份

Scope of products General stipulations for coil useScope of products General stipulations for coil useScope of products General stipulations for coil useScope of products General stipulations for coil use

綠色產品.服務顧客.持續改善.永續經營
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NO. Type Inductance Rated Current D.C.R Dimensions Page

序號 型號 電感值（u H） 額定電流（A） 直流電阻（MΩ） 尺寸（mm） 頁碼

01 JCRH2D09A 1.2~27 0.80~0.20 75~1060 3.2x3.2x1.0 05

02 JCRH2D11A 1.5~100 0.90~0.12 65~4800 3.2x3.2x1.25 06

03 JCRH2D11 1.5~100 0.90~0.12 65~4800 3.2x3.2x1.25 07

04 JCRH2D11AHP 1.5~22 1.35~0.43 80~1680 3.2x3.2x1.25 08

05 JCRH2D11HP 1.5~22 1.35~0.43 80~1680 3.2x3.2x1.25 09

06 JCRH2D14A 1.5~100 1.80~0.22 63~5350 3.2x3.2x1.55 10

07 JCRH2D14 1.5~100 1.80~0.22 63~5350 3.2x3.2x1.55 11

08 JCRH2D18ALD 1.5~47 1.10~0.20 48~660 3.2x3.2x2.0 12

09 JCRH2D18LD 1.5~47 1.10~0.20 48~660 3.2x3.2x2.0 13

10 JCRH2D18A 1.7~15 1.85~0.70 44~345 3.2x3.2x2.0 14

11 JCRH2D18AHP 1.7~15 1.85~0.70 44~345 3.2x3.2x2.0 15

12 JCRH2D18HP 2.2~330 0.80~0.06 87~9000 4.0x4.0x1.25 16

13 JCRH3D11A 2.2~330 0.80~0.06 87~9000 4.0x4.0x1.25 17

14 JCRH3D11 1.5~22 1.45~0.38 100~925 4.0x4.0x1.25 18

15 JCRH3D11AHP 1.5~22 1.45~0.38 100~925 4.0x4.0x1.25 19

16 JCRH3D14A 1.2~22 2.15~0.52 45~675 4.0x4.0x1.5 20

17 JCRH3D14 1.2~22 2.15~0.52 45~675 4.0x4.0x1.5 21

18 JCRH3D14ALD 1.2~47 1.50~0.25 38~1078 4.0x4.0x1.5 22

19 JCRH3D14LD 1.2~47 1.50~0.25 38~1078 4.0x4.0x1.5 23

20 JCRH3D14AHP 1.5~22 2.60~0.65 76~830 4.0x4.0x1.5 24

21 JCRH3D14HP 1.5~22 2.60~0.65 76~830 4.0x4.0x1.5 25

22 JCRH3D16A 1.5~33 1.60~0.14 48~6800 4.0x4.0x1.8 26

23 JCRH3D16 1.5~33 1.60~0.14 48~6800 4.0x4.0x1.8 27

24 JCRH3D16ALD 3.3~47 0.80~0.21 66~775 4.0x4.0x1.8 28

25 JCRH3D16LD 3.3~47 0.80~0.21 66~775 4.0x4.0x1.8 29

26 JCRH3D16AHP 1.7~100 2.00~0.28 51~2060 4.0x4.0x1.8 30

27 JCRH3D16HP 1.7~100 2.00~0.28 51~2060 4.0x4.0x1.8 31

28 JCRH3D28A 3.3~100 2.00~0.45 88~1140 4.0x4.0x3.0 32

29 JCRH3D28 3.3~100 2.00~0.45 88~1140 4.0x4.0x3.0 33

30 JCRH3D28ALD 10~220 0.50~0.116 95~1270 4.0x4.0x3.0 34

31 JCRH3D28LD 10~220 0.50~0.116 95~1270 4.0x4.0x3.0 35

32 JCRH4D18 1.0~220 3.20~0.13 45~4300 5.0x5.0x2.0 36

33 JCRH4D22 1.5~150 2.00~0.21 18~1350 5.0x5.0x2.4 37

34 JCRH4D22HP 1.2~100 4.20~0.48 27~1370 5.0x5.0x2.4 38

35 JCRH4D28 1.2~1000 2.56~0.11 24~10300 5.0x5.0x3.0 39

36 JCRH5D12 3.3~10 2.30~1.10 118~360 6.2x6.2x1.25 40

37 JCRH5D16A 2.2~100 2.90~0.45 53~1400 5.8x5.8x1.8 41

38 JCRH5D18 2.2~100 2.30~0.35 39~1200 6.0x6.0x2.0 42

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營
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NO. Type Inductance Rated Current D.C.R Dimensions Page

序號 型號 電感值（u H） 額定電流（A） 直流電阻（MΩ） 尺寸（mm） 頁碼

39 JCRH5D28 2.5~680 2.60~0.18 18~4500 6.0x6.0x3.0 43

40 JCRH5D28C 1.80~1000 3.20~0.14 27~5800 7.4x6.4x3.3 44

41 JCRH5012 3.3~12 0.92~1.60 264~600 5.3x5.3x1.2 45

42 JCRH6D12 1.0~33.0 0.65~3.50 37.5~500 7.0x7.0x1.5 46

43 JCRH6D18 1.2~100 3.00~0.60 41~1800 7.0x7.0x2.0 47

44 JCRH6D28 1.5~200 4.80~0.35 24~900 7.0x7.0x3.0 48

45 JCRH6D28B 3.3~470 2.70~0.25 48~2800 8.2x7.3x3.2 49

46 JCRH6D38 1.0~150 5.60~0.60 16~483 7.0*7.0*4.0 50

47 JCRH6012 1.0~68 3.40~0.40 60~2101 6.3*6.3*2.0 51

48 JCRH6012HP 3.3~33 2.40~0.60 150~1200 6.3*6.3*2.0 52

49 JCRH7D15 2.2~33 3.40~0.90 53~500 7.3*7.3*1.5 53

50 JCRH7D18 2.2~22 3.60~1.30 60~403 7.3*7.3*1.8 54

51 JCRH7D20 2.2~33 3.80~1.10 42~380 7.3*7.3*2.0 55

52 JCRH7D23 2.2~33 3.80~1.10 42~380 7.3*7.3*2.3 56

53 JCRH7D25 2.2~100 4.40~0.70 53~1100 7.3*7.3*2.5 57

54 JCRH7D28 1.8~30 4.40~1.30 31~223 7.3*7.3*2.8 58

55 JCRH10D15 3.3~47 3.70~1.05 76~648 10.4*10.4*1.5 59

56 JCRH10D18 5.6~6.8 3.40~3.20 77~90 10.4*10.4*1.8 60

57 JCRH10D25 3.3~68 5.0~1.2 46~509 10.4*10.4*2.5 61

58 JCRH8R23 3.3~22 4.80~2.0 81~271 8.5*8.3*2.3 62

59 JCRH8R25 2.2~220 6.20~0.75 49~2420 8.5*8.3*2.5 63

60 JCRH8D28 2.2~200 4.50~0.50 26~970 8.3*8.3*3.0 64

61 JCRH8D28HP 3.3~68 4.50~1.35 35~520 8.3*8.3*3.0 65

62 JCRH8D38 1.8~100 7.00~1.05 16~410 8.3*8.3*4.0 66

63 JCRH8D43 2.0~100 7.00~1.30 20`408 8.3*8.3*4.5 67

64 JCRH8D43HP 1.2~68 12.6~1.60 17`363 8.3*8.3*4.5 68

65 JCRH8D58LD 2.8~100 4.70~0.80 16`182 8.3*8.3*6.0 69

66 JCRH72 10.0~100 0.3~1.20 280~720 7.3x8.0x2.6 70

67 JCRH73 10~1000 1.68~0.16 72`9440 7.5*7.5*3.4 71

68 JCRH74 10~1000 1.84~0.18 49`6000 7.5*7.5*4.5 72

69 JCRH103R 0.8~150 11.20~0.84 6`871 10.3*10.5*3.1 73

70 JCRH104R 1.5~471 7.50~0.60 8`1380 10.3*10.5*4.1 74

71 JCRH105R 0.8~1000 9.50~0.42 4`1989 10.3*10.5*5.1 75

72 JCRH124 3.9~330 6.50~0.50 15`990 12.3*12.3*4.5 76

73 JCRH125 1.3~820 8.00~0.40 12`1530 12.3*12.3*6.0 77

74 JCRH127 1.2~1000 9.80~0.55 7`1820 12.3*12.3*8.0 78

75 JCRH127LD 1.0~1000 14.0~0.70 7`1500 12.3*12.3*8.0 79

76 JCD32 2.2~220 1.39~0.14 95`5600 3.8*3.3*2.4 80

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營
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NO. Type Inductance Rated Current D.C.R Dimensions Page

序號 型號 電感值（u H） 額定電流（A） 直流電阻（MΩ） 尺寸（mm） 頁碼

77 JCD43 1.0`1500 2.56`0.1 48`18000 5.0*4.5*4.0 81

78 JCD53 2.2`220 2.03`0.26 60`1300 6.0*5.5*4.0 82

79 JCD54 4.7`220 4.0`0.35 52`1570 6.0*5.5*5.0 83

80 JCD73 10`330 1.44`0.28 83`1552 8.1*7.3*4.0 84

81 JCD75 0.47`5000 10.0`0.14 11`18889 8.1*7.3*5.5 85

82 JCD104 10`560 2.38`0.32 53`1979 10.4*9.4*4.5 86

83 JCD105 6.8`820 5.00`0.24 45`2550 10.4*9.4*5.8 87

84 JCD3225 1.0`560 0.44`0.04 500`28000 3.2*2.7*2.4 88

85 JCD4532 1.0`470 0.50`0.08 200`11800 4.8*3.4*3.0 89

86 JCNR3010 1.5`10 1.50``0.80 156`650 3.2*3.2*1.0 90

87 JCNR3015 3.3~15.0 0.90~130 270~550 3.0x3.0x1.5 91

88 JCNR4010 3.3`10 1.40`0.90 215`556 4.2*4.2*1.0 92

89 JCNR4010HP 6.8`10 1.20`0.90 370`550 4.2*4.2*1.0 93

90 JCNR4018 3.30~15.0 14.0~1.90 220~430 4.0x4.0x1.8 94

91 JCNR6010 2.2`10 2.60`1.40 157`481 6.2*6.2*1.0 95

92 JCNR6012 2.2`22 2.50`0.80 124`967 6.2*6.2*1.2 96

93 JCNR6020 1.50~10.0 1.20~1.90 220~430 6.0x6.0x2.0 97

94 JCNR6028 4.70~33.0 1.20~3.0 82~354 6.0x6.0x2.8 98

95 JCNR6045 4.70~33.0 1.70~4.50 54~263 6.0x6.0x4.5 99

96 JCRR6028 4.70~68.0 0.50~1.60 36~348 6.3x6.3x3.0 100

97 JCRR7032 3.30~47.0 0.80~2.50 36~376 7.3x7.3x3.55 101

98 JCRR7045 3.30~33.0 0.80~2.50 24~151 7.3x7.3x4.85 102

99 JCRR10145 10.0~100.0 1.0~3.0 45~240 10.4x10.4x4.8 103

100 JCRR12575 6.80~33.0 3.20~7.20 18~68 12.8x12.8x8.05 104

101 JCR63B 3.30~100.0 0.60~3.50 38~468 6.5x6.0x3.5 105

102 JCR74B 2.70~470.0 0.27~3.50 27~1852 8.1x7.3x4.8 106

103 JCR7020 4.70~10.0 2.0~3.30 41~128 7.7x7.7x2.2 107

104 JCRH7025C 10.0~22.0 2.0~2.50 105~190 8.9x7.7x2.5 108

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 75(62)

1R5 1.5±30% 85(71)

2R4 2.4±30% 114(95)

3R3 3.3±30% 167(139)

4R7 4.7±30% 200(167)

6R4 6.4±25% 278(232)

8R2 8.2±25% 350(290)

100 10±25% 480(400)

120 12±25% 520(440)

150 15±25% 620(520)

180 18±25% 730(610)

220 22±25% 900(750)

270 27±25% 1060(880)

JCRH2D09A-4R7JCRH2D09A-4R7JCRH2D09A-4R7JCRH2D09A-4R7 0.42

JCRH2D09A

0.22

0.20

0.16

0.32

0.30

0.24

JCRH2D09A-270JCRH2D09A-270JCRH2D09A-270JCRH2D09A-270

JCRH2D09A-180JCRH2D09A-180JCRH2D09A-180JCRH2D09A-180

JCRH2D09A-220JCRH2D09A-220JCRH2D09A-220JCRH2D09A-220

0.58

0.50

0.36

JCRH2D09A-120JCRH2D09A-120JCRH2D09A-120JCRH2D09A-120 0.27

JCRH2D09A-6R4JCRH2D09A-6R4JCRH2D09A-6R4JCRH2D09A-6R4

JCRH2D09A-8R2JCRH2D09A-8R2JCRH2D09A-8R2JCRH2D09A-8R2

JCRH2D09A-100JCRH2D09A-100JCRH2D09A-100JCRH2D09A-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

蚓話詒膄（A）

0.80

0.70

JCRH2D09A-1R2JCRH2D09A-1R2JCRH2D09A-1R2JCRH2D09A-1R2

JCRH2D09A-1R5JCRH2D09A-1R5JCRH2D09A-1R5JCRH2D09A-1R5

JCRH2D09A-2R4JCRH2D09A-2R4JCRH2D09A-2R4JCRH2D09A-2R4

JCRH2D09A-3R3JCRH2D09A-3R3JCRH2D09A-3R3JCRH2D09A-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D09A-150JCRH2D09A-150JCRH2D09A-150JCRH2D09A-150
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 65(54)

2R2 2.2±30% 94(78)

3R3 3.3±30% 118(98)

4R7 4.7±30% 162(135)

6R8 6.8±25% 252(210)

100 10±25% 384(320)

150 15±25% 607(512)

220 22±25% 800(666)

330 33±25% 1510(1300)

470 47±25% 1900(1560)

101 100±25% 4800(3720)

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D11A-150JCRH2D11A-150JCRH2D11A-150JCRH2D11A-150

JCRH2D11A-1R5JCRH2D11A-1R5JCRH2D11A-1R5JCRH2D11A-1R5

JCRH2D11A-2R2JCRH2D11A-2R2JCRH2D11A-2R2JCRH2D11A-2R2

JCRH2D11A-3R3JCRH2D11A-3R3JCRH2D11A-3R3JCRH2D11A-3R3

JCRH2D11A-101JCRH2D11A-101JCRH2D11A-101JCRH2D11A-101

JCRH2D11A-6R8JCRH2D11A-6R8JCRH2D11A-6R8JCRH2D11A-6R8

JCRH2D11A-100JCRH2D11A-100JCRH2D11A-100JCRH2D11A-100

JCRH2D11A-330JCRH2D11A-330JCRH2D11A-330JCRH2D11A-330

JCRH2D11A-470JCRH2D11A-470JCRH2D11A-470JCRH2D11A-470

JCRH2D11A-4R7JCRH2D11A-4R7JCRH2D11A-4R7JCRH2D11A-4R7 0.50

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

蚓話詒膄（A）

0.90

0.12

0.78

0.60

0.44

JCRH2D11A

0.25

0.20

0.16

0.35

JCRH2D11A-220JCRH2D11A-220JCRH2D11A-220JCRH2D11A-220

0.28
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 65(54)

2R2 2.2±30% 94(78)

3R3 3.3±30% 118(98)

4R7 4.7±30% 162(135)

6R8 6.8±25% 252(210)

100 10±25% 384(320)

150 15±25% 607(512)

220 22±25% 800(666)

330 33±25% 1510(1300)

470 47±25% 1900(1560)

101 100±25% 4800(3720)

JCRH2D11

0.25

0.20

0.16

0.35

JCRH2D11-220JCRH2D11-220JCRH2D11-220JCRH2D11-220

0.28

JCRH2D11-4R7JCRH2D11-4R7JCRH2D11-4R7JCRH2D11-4R7 0.50

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

蚓話詒膄（A）

0.90

0.12

0.78

0.60

0.44

JCRH2D11-1R5JCRH2D11-1R5JCRH2D11-1R5JCRH2D11-1R5

JCRH2D11-2R2JCRH2D11-2R2JCRH2D11-2R2JCRH2D11-2R2

JCRH2D11-3R3JCRH2D11-3R3JCRH2D11-3R3JCRH2D11-3R3

JCRH2D11-101JCRH2D11-101JCRH2D11-101JCRH2D11-101

JCRH2D11-6R8JCRH2D11-6R8JCRH2D11-6R8JCRH2D11-6R8

JCRH2D11-100JCRH2D11-100JCRH2D11-100JCRH2D11-100

JCRH2D11-330JCRH2D11-330JCRH2D11-330JCRH2D11-330

JCRH2D11-470JCRH2D11-470JCRH2D11-470JCRH2D11-470

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D11-150JCRH2D11-150JCRH2D11-150JCRH2D11-150

7777



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 80(64)

2R2 2.2±30% 120(96)

3R3 3.3±30% 135(108)

4R7 4.7±30% 238(190)

6R8 6.8±25% 371(297)

100 10±25% 536(396)

150 15±25% 1000(800)

220 22±25% 1680(1300)

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D11AHP-150JCRH2D11AHP-150JCRH2D11AHP-150JCRH2D11AHP-150

JCRH2D11AHP-1R5JCRH2D11AHP-1R5JCRH2D11AHP-1R5JCRH2D11AHP-1R5

JCRH2D11AHP-2R2JCRH2D11AHP-2R2JCRH2D11AHP-2R2JCRH2D11AHP-2R2

JCRH2D11AHP-3R3JCRH2D11AHP-3R3JCRH2D11AHP-3R3JCRH2D11AHP-3R3

JCRH2D11AHP-6R8JCRH2D11AHP-6R8JCRH2D11AHP-6R8JCRH2D11AHP-6R8

JCRH2D11AHP-100JCRH2D11AHP-100JCRH2D11AHP-100JCRH2D11AHP-100

JCRH2D11AHP-4R7JCRH2D11AHP-4R7JCRH2D11AHP-4R7JCRH2D11AHP-4R7 0.75

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

蚓話詒膄（A）

1.35

1.10

0.90

0.63

JCRH2D11AHP

0.43

0.52

JCRH2D11AHP-220JCRH2D11AHP-220JCRH2D11AHP-220JCRH2D11AHP-220

0.45

8888



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 80(64)

2R2 2.2±30% 120(96)

3R3 3.3±30% 135(108)

4R7 4.7±30% 238(190)

6R8 6.8±25% 371(297)

100 10±25% 536(396)

150 15±25% 1000(800)

220 22±25% 1680(1300)

JCRH2D11HP

0.43

0.52

JCRH2D11HP-220JCRH2D11HP-220JCRH2D11HP-220JCRH2D11HP-220

0.45

JCRH2D11HP-4R7JCRH2D11HP-4R7JCRH2D11HP-4R7JCRH2D11HP-4R7 0.75

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

蚓話詒膄（A）

1.35

1.10

0.90

0.63

JCRH2D11HP-1R5JCRH2D11HP-1R5JCRH2D11HP-1R5JCRH2D11HP-1R5

JCRH2D11HP-2R2JCRH2D11HP-2R2JCRH2D11HP-2R2JCRH2D11HP-2R2

JCRH2D11HP-3R3JCRH2D11HP-3R3JCRH2D11HP-3R3JCRH2D11HP-3R3

JCRH2D11HP-6R8JCRH2D11HP-6R8JCRH2D11HP-6R8JCRH2D11HP-6R8

JCRH2D11HP-100JCRH2D11HP-100JCRH2D11HP-100JCRH2D11HP-100

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D11HP-150JCRH2D11HP-150JCRH2D11HP-150JCRH2D11HP-150

9999



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 63(50)

1R8 1.8±30% 75(60)

2R2 2.2±30% 94(75)

2R7 2.7±30% 106(85)

3R3 3.3±30% 125(100)

3R9 3.9±30% 138(110)

4R7 4.7±30% 169(135)

5R6 5.6±25% 188(150)

6R8 6.8±25% 213(170)

8R2 8.2±25% 281(225)

100 10±25% 294(235)

120 12±25% 394(315)

220 22±25% 740(690)

330 33±25% 1200(890)

470 47±25% 1800(1390)

101 100±25% 5350(4160)JCRH2D14A-101JCRH2D14A-101JCRH2D14A-101JCRH2D14A-101

0.42

0.40

0.36

0.22

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D14A-220JCRH2D14A-220JCRH2D14A-220JCRH2D14A-220

JCRH2D14A-330JCRH2D14A-330JCRH2D14A-330JCRH2D14A-330

JCRH2D14A-470JCRH2D14A-470JCRH2D14A-470JCRH2D14A-470

JCRH2D14A-2R2JCRH2D14A-2R2JCRH2D14A-2R2JCRH2D14A-2R2

JCRH2D14A-2R7JCRH2D14A-2R7JCRH2D14A-2R7JCRH2D14A-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.80JCRH2D14A-1R5JCRH2D14A-1R5JCRH2D14A-1R5JCRH2D14A-1R5

JCRH2D14A-1R8JCRH2D14A-1R8JCRH2D14A-1R8JCRH2D14A-1R8

JCRH2D14A

1.00

0.95

JCRH2D14A-120JCRH2D14A-120JCRH2D14A-120JCRH2D14A-120

JCRH2D14A-3R3JCRH2D14A-3R3JCRH2D14A-3R3JCRH2D14A-3R3

JCRH2D14A-4R7JCRH2D14A-4R7JCRH2D14A-4R7JCRH2D14A-4R7

JCRH2D14A-8R2JCRH2D14A-8R2JCRH2D14A-8R2JCRH2D14A-8R2

JCRH2D14A-100JCRH2D14A-100JCRH2D14A-100JCRH2D14A-100

JCRH2D14A-5R6JCRH2D14A-5R6JCRH2D14A-5R6JCRH2D14A-5R6

JCRH2D14A-6R8JCRH2D14A-6R8JCRH2D14A-6R8JCRH2D14A-6R8

JCRH2D14A-3R9JCRH2D14A-3R9JCRH2D14A-3R9JCRH2D14A-3R9 1.10

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

0.62

1.65

1.50

1.20

1.35

0.85

0.80

0.70

10101010



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 63(50)

1R8 1.8±30% 75(60)

2R2 2.2±30% 94(75)

2R7 2.7±30% 106(85)

3R3 3.3±30% 125(100)

3R9 3.9±30% 138(110)

4R7 4.7±30% 169(135)

5R6 5.6±25% 188(150)

6R8 6.8±25% 213(170)

8R2 8.2±25% 281(225)

100 10±25% 294(235)

120 12±25% 394(315)

220 22±25% 740(690)

330 33±25% 1200(890)

470 47±25% 1800(1390)

101 100±25% 5350(4160)

1.10

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

0.62

1.65

1.50

1.20

1.35

0.85

0.80

0.70

1.00

0.95

JCRH2D14-120JCRH2D14-120JCRH2D14-120JCRH2D14-120

JCRH2D14-3R3JCRH2D14-3R3JCRH2D14-3R3JCRH2D14-3R3

JCRH2D14-4R7JCRH2D14-4R7JCRH2D14-4R7JCRH2D14-4R7

JCRH2D14-8R2JCRH2D14-8R2JCRH2D14-8R2JCRH2D14-8R2

JCRH2D14-100JCRH2D14-100JCRH2D14-100JCRH2D14-100

JCRH2D14-5R6JCRH2D14-5R6JCRH2D14-5R6JCRH2D14-5R6

JCRH2D14-6R8JCRH2D14-6R8JCRH2D14-6R8JCRH2D14-6R8

JCRH2D14-3R9JCRH2D14-3R9JCRH2D14-3R9JCRH2D14-3R9

JCRH2D14-2R7JCRH2D14-2R7JCRH2D14-2R7JCRH2D14-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.80JCRH2D14-1R5JCRH2D14-1R5JCRH2D14-1R5JCRH2D14-1R5

JCRH2D14-1R8JCRH2D14-1R8JCRH2D14-1R8JCRH2D14-1R8

JCRH2D14

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D14-220JCRH2D14-220JCRH2D14-220JCRH2D14-220

JCRH2D14-330JCRH2D14-330JCRH2D14-330JCRH2D14-330

JCRH2D14-2R2JCRH2D14-2R2JCRH2D14-2R2JCRH2D14-2R2

JCRH2D14-470JCRH2D14-470JCRH2D14-470JCRH2D14-470

JCRH2D14-101JCRH2D14-101JCRH2D14-101JCRH2D14-101

0.42

0.40

0.36

0.22

11111111



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 48(34)

2R2 2.2±30% 53(41)

3R3 3.3±30% 54(49)

4R7 4.7±30% 111(77)

6R8 6.8±25% 128(95)

100 10±25% 180(145)

150 15±25% 220(175)

220 22±25% 320(278)

330 33±25% 460(370)

470 47±25% 660(530)

0.30

0.24

0.20

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D18ALD-220JCRH2D18ALD-220JCRH2D18ALD-220JCRH2D18ALD-220

JCRH2D18ALD-330JCRH2D18ALD-330JCRH2D18ALD-330JCRH2D18ALD-330

JCRH2D18ALD-470JCRH2D18ALD-470JCRH2D18ALD-470JCRH2D18ALD-470

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.10JCRH2D18ALD-1R5JCRH2D18ALD-1R5JCRH2D18ALD-1R5JCRH2D18ALD-1R5

JCRH2D18ALD-3R3JCRH2D18ALD-3R3JCRH2D18ALD-3R3JCRH2D18ALD-3R3

JCRH2D18ALD-4R7JCRH2D18ALD-4R7JCRH2D18ALD-4R7JCRH2D18ALD-4R7

JCRH2D18ALD-100JCRH2D18ALD-100JCRH2D18ALD-100JCRH2D18ALD-100

JCRH2D18ALD-2R2JCRH2D18ALD-2R2JCRH2D18ALD-2R2JCRH2D18ALD-2R2

0.35

0.85

0.75

JCRH2D18ALD

0.52

0.43

0.63

JCRH2D18ALD-6R8JCRH2D18ALD-6R8JCRH2D18ALD-6R8JCRH2D18ALD-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH2D18ALD-150JCRH2D18ALD-150JCRH2D18ALD-150JCRH2D18ALD-150

12121212



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 48(34)

2R2 2.2±30% 53(41)

3R3 3.3±30% 54(49)

4R7 4.7±30% 111(77)

6R8 6.8±25% 128(95)

100 10±25% 180(145)

150 15±25% 220(175)

220 22±25% 320(278)

330 33±25% 460(370)

470 47±25% 660(530)

JCRH2D18LD-150JCRH2D18LD-150JCRH2D18LD-150JCRH2D18LD-150

JCRH2D18LD-4R7JCRH2D18LD-4R7JCRH2D18LD-4R7JCRH2D18LD-4R7

JCRH2D18LD-100JCRH2D18LD-100JCRH2D18LD-100JCRH2D18LD-100

JCRH2D18LD-2R2JCRH2D18LD-2R2JCRH2D18LD-2R2JCRH2D18LD-2R2

0.35

0.85

0.75

0.52

0.43

0.63

JCRH2D18LD-6R8JCRH2D18LD-6R8JCRH2D18LD-6R8JCRH2D18LD-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.10JCRH2D18LD-1R5JCRH2D18LD-1R5JCRH2D18LD-1R5JCRH2D18LD-1R5

JCRH2D18LD

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D18LD-220JCRH2D18LD-220JCRH2D18LD-220JCRH2D18LD-220

JCRH2D18LD-330JCRH2D18LD-330JCRH2D18LD-330JCRH2D18LD-330

JCRH2D18LD-3R3JCRH2D18LD-3R3JCRH2D18LD-3R3JCRH2D18LD-3R3

JCRH2D18LD-470JCRH2D18LD-470JCRH2D18LD-470JCRH2D18LD-470

0.30

0.24

0.20

13131313



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R7 1.7±30% 44(35)

2R2 2.2±30% 60(48)

3R3 3.3±30% 86(69)

4R7 4.7±30% 140(110)

6R3 6.3±25% 160(128)

100 10±25% 245(195)

150 15±25% 345(275)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.85JCRH2D18AHP-1R7JCRH2D18AHP-1R7JCRH2D18AHP-1R7JCRH2D18AHP-1R7

JCRH2D18AHP-3R3JCRH2D18AHP-3R3JCRH2D18AHP-3R3JCRH2D18AHP-3R3

JCRH2D18AHP-4R7JCRH2D18AHP-4R7JCRH2D18AHP-4R7JCRH2D18AHP-4R7

JCRH2D18AHP-100JCRH2D18AHP-100JCRH2D18AHP-100JCRH2D18AHP-100

JCRH2D18AHP-2R2JCRH2D18AHP-2R2JCRH2D18AHP-2R2JCRH2D18AHP-2R2

0.70

1.60

1.45

JCRH2D18AHP

1.05

0.85

1.20

JCRH2D18AHP-6R3JCRH2D18AHP-6R3JCRH2D18AHP-6R3JCRH2D18AHP-6R3

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH2D18AHP-150JCRH2D18AHP-150JCRH2D18AHP-150JCRH2D18AHP-150

14141414



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R7 1.7±30% 44(35)

2R2 2.2±30% 60(48)

3R3 3.3±30% 86(69)

4R7 4.7±30% 140(110)

6R3 6.3±25% 160(128)

100 10±25% 245(195)

150 15±25% 345(275)JCRH2D18HP-150JCRH2D18HP-150JCRH2D18HP-150JCRH2D18HP-150

JCRH2D18HP-4R7JCRH2D18HP-4R7JCRH2D18HP-4R7JCRH2D18HP-4R7

JCRH2D18HP-100JCRH2D18HP-100JCRH2D18HP-100JCRH2D18HP-100

JCRH2D18HP-2R2JCRH2D18HP-2R2JCRH2D18HP-2R2JCRH2D18HP-2R2

0.70

1.60

1.45

1.05

0.85

1.20

JCRH2D18HP-6R3JCRH2D18HP-6R3JCRH2D18HP-6R3JCRH2D18HP-6R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.85JCRH2D18HP-1R7JCRH2D18HP-1R7JCRH2D18HP-1R7JCRH2D18HP-1R7

JCRH2D18HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH2D18HP-3R3JCRH2D18HP-3R3JCRH2D18HP-3R3JCRH2D18HP-3R3

15151515



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 87(73)

3R3 3.3±30% 118(86)

4R7 4.7±30% 123(95)

6R8 6.8±25% 180(150)

8R2 8.2±25% 204(170)

100 10±25% 240(220)

120 12±25% 276(230)

150 15±25% 372(310)

180 18±25% 468(390)

220 22±25% 540(450)

270 27±25% 726(605)

330 33±25% 822(685)

390 39±25% 942(785)

101 100±25% 3200(2444)

221 220±25% 5500(4200)

331 330±25% 9000(7000)

JCRH3D11A-221JCRH3D11A-221JCRH3D11A-221JCRH3D11A-221

JCRH3D11A-331JCRH3D11A-331JCRH3D11A-331JCRH3D11A-331

0.17

0.15

0.14

0.12

0.08

0.06

JCRH3D11A-270JCRH3D11A-270JCRH3D11A-270JCRH3D11A-270

JCRH3D11A-330JCRH3D11A-330JCRH3D11A-330JCRH3D11A-330

JCRH3D11A-101JCRH3D11A-101JCRH3D11A-101JCRH3D11A-101

JCRH3D11A-220JCRH3D11A-220JCRH3D11A-220JCRH3D11A-220

0.23

0.20

0.19

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D11A-150JCRH3D11A-150JCRH3D11A-150JCRH3D11A-150

JCRH3D11A-180JCRH3D11A-180JCRH3D11A-180JCRH3D11A-180

JCRH3D11A-390JCRH3D11A-390JCRH3D11A-390JCRH3D11A-390

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.80JCRH3D11A-2R2JCRH3D11A-2R2JCRH3D11A-2R2JCRH3D11A-2R2

JCRH3D11A-4R7JCRH3D11A-4R7JCRH3D11A-4R7JCRH3D11A-4R7

JCRH3D11A-6R8JCRH3D11A-6R8JCRH3D11A-6R8JCRH3D11A-6R8

JCRH3D11A-100JCRH3D11A-100JCRH3D11A-100JCRH3D11A-100

JCRH3D11A-3R3JCRH3D11A-3R3JCRH3D11A-3R3JCRH3D11A-3R3

0.25

0.65

0.60

JCRH3D11A

0.32

0.30

0.45

JCRH3D11A-8R2JCRH3D11A-8R2JCRH3D11A-8R2JCRH3D11A-8R2

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D11A-120JCRH3D11A-120JCRH3D11A-120JCRH3D11A-120

16161616



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 87(73)

3R3 3.3±30% 118(86)

4R7 4.7±30% 123(95)

6R8 6.8±25% 180(150)

8R2 8.2±25% 204(170)

100 10±25% 240(220)

120 12±25% 276(230)

150 15±25% 372(310)

180 18±25% 468(390)

220 22±25% 540(450)

270 27±25% 726(605)

330 33±25% 822(685)

390 39±25% 942(785)

101 100±25% 3200(2444)

221 220±25% 5500(4200)

331 330±25% 9000(7000)

JCRH3D11-120JCRH3D11-120JCRH3D11-120JCRH3D11-120

JCRH3D11-6R8JCRH3D11-6R8JCRH3D11-6R8JCRH3D11-6R8

JCRH3D11-100JCRH3D11-100JCRH3D11-100JCRH3D11-100

JCRH3D11-3R3JCRH3D11-3R3JCRH3D11-3R3JCRH3D11-3R3

0.25

0.65

0.60

0.32

0.30

0.45

JCRH3D11-8R2JCRH3D11-8R2JCRH3D11-8R2JCRH3D11-8R2

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.80JCRH3D11-2R2JCRH3D11-2R2JCRH3D11-2R2JCRH3D11-2R2

JCRH3D11

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D11-150JCRH3D11-150JCRH3D11-150JCRH3D11-150

JCRH3D11-180JCRH3D11-180JCRH3D11-180JCRH3D11-180

JCRH3D11-4R7JCRH3D11-4R7JCRH3D11-4R7JCRH3D11-4R7

JCRH3D11-390JCRH3D11-390JCRH3D11-390JCRH3D11-390

JCRH3D11-101JCRH3D11-101JCRH3D11-101JCRH3D11-101

JCRH3D11-220JCRH3D11-220JCRH3D11-220JCRH3D11-220

0.23

0.20

0.19

JCRH3D11-221JCRH3D11-221JCRH3D11-221JCRH3D11-221

JCRH3D11-331JCRH3D11-331JCRH3D11-331JCRH3D11-331

0.17

0.15

0.14

0.12

0.08

0.06

JCRH3D11-270JCRH3D11-270JCRH3D11-270JCRH3D11-270

JCRH3D11-330JCRH3D11-330JCRH3D11-330JCRH3D11-330

17171717



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 100(80)

2R7 2.7±30% 125(100)

3R6 3.6±30% 168(135)

4R7 4.7±30% 200(160)

6R5 6.5±25% 275(220)

100 10±25% 360(280)

120 12±25% 400(320)

150 15±25% 550(440)

180 18±25% 706(565)

220 22±25% 925(740)JCRH3D11AHP-220JCRH3D11AHP-220JCRH3D11AHP-220JCRH3D11AHP-220

0.55

0.47

0.38

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D11AHP-150JCRH3D11AHP-150JCRH3D11AHP-150JCRH3D11AHP-150

JCRH3D11AHP-180JCRH3D11AHP-180JCRH3D11AHP-180JCRH3D11AHP-180

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.45JCRH3D11AHP-1R5JCRH3D11AHP-1R5JCRH3D11AHP-1R5JCRH3D11AHP-1R5

JCRH3D11AHP-3R6JCRH3D11AHP-3R6JCRH3D11AHP-3R6JCRH3D11AHP-3R6

JCRH3D11AHP-4R7JCRH3D11AHP-4R7JCRH3D11AHP-4R7JCRH3D11AHP-4R7

JCRH3D11AHP-100JCRH3D11AHP-100JCRH3D11AHP-100JCRH3D11AHP-100

JCRH3D11AHP-2R7JCRH3D11AHP-2R7JCRH3D11AHP-2R7JCRH3D11AHP-2R7

0.65

1.30

1.00

JCRH3D11AHP

0.80

0.70

0.90

JCRH3D11AHP-6R5JCRH3D11AHP-6R5JCRH3D11AHP-6R5JCRH3D11AHP-6R5

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D11AHP-120JCRH3D11AHP-120JCRH3D11AHP-120JCRH3D11AHP-120

18181818



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 100(80)

2R7 2.7±30% 125(100)

3R6 3.6±30% 168(135)

4R7 4.7±30% 200(160)

6R5 6.5±25% 275(220)

100 10±25% 360(280)

120 12±25% 400(320)

150 15±25% 550(440)

180 18±25% 706(565)

220 22±25% 925(740)

JCRH3D11HP-120JCRH3D11HP-120JCRH3D11HP-120JCRH3D11HP-120

JCRH3D11HP-4R7JCRH3D11HP-4R7JCRH3D11HP-4R7JCRH3D11HP-4R7

JCRH3D11HP-100JCRH3D11HP-100JCRH3D11HP-100JCRH3D11HP-100

JCRH3D11HP-2R7JCRH3D11HP-2R7JCRH3D11HP-2R7JCRH3D11HP-2R7

0.65

1.30

1.00

0.80

0.70

0.90

JCRH3D11HP-6R5JCRH3D11HP-6R5JCRH3D11HP-6R5JCRH3D11HP-6R5

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.45JCRH3D11HP-1R5JCRH3D11HP-1R5JCRH3D11HP-1R5JCRH3D11HP-1R5

JCRH3D11HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D11HP-150JCRH3D11HP-150JCRH3D11HP-150JCRH3D11HP-150

JCRH3D11HP-180JCRH3D11HP-180JCRH3D11HP-180JCRH3D11HP-180

JCRH3D11HP-3R6JCRH3D11HP-3R6JCRH3D11HP-3R6JCRH3D11HP-3R6

JCRH3D11HP-220JCRH3D11HP-220JCRH3D11HP-220JCRH3D11HP-220

0.55

0.47

0.38

19191919



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 45(36)

1R7 1.7±30% 63(50)

2R2 2.2±30% 69(65)

2R7 2.7±30% 88(70)

3R9 3.9±30% 100(80)

4R7 4.7±30% 135(110)

8R2 8.2±25% 150(120)

100 10±25% 238(190)

120 12±25% 350(280)

150 15±25% 600(462)

220 22±25% 675(493) 0.52JCRH3D14A-220JCRH3D14A-220JCRH3D14A-220JCRH3D14A-220

JCRH3D14A-150JCRH3D14A-150JCRH3D14A-150JCRH3D14A-150

0.75

0.67

0.60

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14A-100JCRH3D14A-100JCRH3D14A-100JCRH3D14A-100

JCRH3D14A-120JCRH3D14A-120JCRH3D14A-120JCRH3D14A-120

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.15JCRH3D14A-1R2JCRH3D14A-1R2JCRH3D14A-1R2JCRH3D14A-1R2

JCRH3D14A-2R2JCRH3D14A-2R2JCRH3D14A-2R2JCRH3D14A-2R2

JCRH3D14A-2R7JCRH3D14A-2R7JCRH3D14A-2R7JCRH3D14A-2R7

JCRH3D14A-4R7JCRH3D14A-4R7JCRH3D14A-4R7JCRH3D14A-4R7

JCRH3D14A-1R7JCRH3D14A-1R7JCRH3D14A-1R7JCRH3D14A-1R7

0.82

1.85

1.60

JCRH3D14A

1.35

1.15

1.45

JCRH3D14A-3R9JCRH3D14A-3R9JCRH3D14A-3R9JCRH3D14A-3R9

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D14A-8R2JCRH3D14A-8R2JCRH3D14A-8R2JCRH3D14A-8R2

20202020



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 45(36)

1R7 1.7±30% 63(50)

2R2 2.2±30% 69(65)

2R7 2.7±30% 88(70)

3R9 3.9±30% 100(80)

4R7 4.7±30% 135(110)

8R2 8.2±25% 150(120)

100 10±25% 238(190)

120 12±25% 350(280)

150 15±25% 600(462)

220 22±25% 675(493)

JCRH3D14-8R2JCRH3D14-8R2JCRH3D14-8R2JCRH3D14-8R2

JCRH3D14-2R7JCRH3D14-2R7JCRH3D14-2R7JCRH3D14-2R7

JCRH3D14-4R7JCRH3D14-4R7JCRH3D14-4R7JCRH3D14-4R7

JCRH3D14-1R7JCRH3D14-1R7JCRH3D14-1R7JCRH3D14-1R7

0.82

1.85

1.60

1.35

1.15

1.45

JCRH3D14-3R9JCRH3D14-3R9JCRH3D14-3R9JCRH3D14-3R9

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.15JCRH3D14-1R2JCRH3D14-1R2JCRH3D14-1R2JCRH3D14-1R2

JCRH3D14

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14-100JCRH3D14-100JCRH3D14-100JCRH3D14-100

JCRH3D14-120JCRH3D14-120JCRH3D14-120JCRH3D14-120

JCRH3D14-2R2JCRH3D14-2R2JCRH3D14-2R2JCRH3D14-2R2

JCRH3D14-150JCRH3D14-150JCRH3D14-150JCRH3D14-150

0.75

0.67

0.60

0.52JCRH3D14-220JCRH3D14-220JCRH3D14-220JCRH3D14-220

21212121



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 38(30)

1R5 1.5±30% 48(38)

2R0 2.0±30% 55(44)

2R5 2.5±30% 68(54)

3R0 3.0±30% 77(62)

3R9 3.9±30% 96(77)

4R5 4.5±30% 105(84)

5R6 5.6±25% 159(127)

6R8 6.8±25% 173(138)

100 10±25% 220(176)

120 12±25% 270(216)

150 15±25% 302(242)

220 22±25% 447(358)

330 33±25% 848(679)

470 47±25% 1078(863)JCRH3D14ALD-470JCRH3D14ALD-470JCRH3D14ALD-470JCRH3D14ALD-470

0.45

0.40

0.35

0.30

0.25

JCRH3D14ALD-120JCRH3D14ALD-120JCRH3D14ALD-120JCRH3D14ALD-120

JCRH3D14ALD-150JCRH3D14ALD-150JCRH3D14ALD-150JCRH3D14ALD-150

JCRH3D14ALD-330JCRH3D14ALD-330JCRH3D14ALD-330JCRH3D14ALD-330

JCRH3D14ALD-100JCRH3D14ALD-100JCRH3D14ALD-100JCRH3D14ALD-100

0.70

0.60

0.50

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)LAND PATTERNS(mm)
端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14ALD-5R6JCRH3D14ALD-5R6JCRH3D14ALD-5R6JCRH3D14ALD-5R6

JCRH3D14ALD-6R8JCRH3D14ALD-6R8JCRH3D14ALD-6R8JCRH3D14ALD-6R8

JCRH3D14ALD-220JCRH3D14ALD-220JCRH3D14ALD-220JCRH3D14ALD-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.50JCRH3D14ALD-1R2JCRH3D14ALD-1R2JCRH3D14ALD-1R2JCRH3D14ALD-1R2

JCRH3D14ALD-2R0JCRH3D14ALD-2R0JCRH3D14ALD-2R0JCRH3D14ALD-2R0

JCRH3D14ALD-2R5JCRH3D14ALD-2R5JCRH3D14ALD-2R5JCRH3D14ALD-2R5

JCRH3D14ALD-3R9JCRH3D14ALD-3R9JCRH3D14ALD-3R9JCRH3D14ALD-3R9

JCRH3D14ALD-1R5JCRH3D14ALD-1R5JCRH3D14ALD-1R5JCRH3D14ALD-1R5

0.75

1.30

1.15

JCRH3D14ALD

0.95

0.80

1.05

JCRH3D14ALD-3R0JCRH3D14ALD-3R0JCRH3D14ALD-3R0JCRH3D14ALD-3R0

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D14ALD-4R5JCRH3D14ALD-4R5JCRH3D14ALD-4R5JCRH3D14ALD-4R5

22222222



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 38(30)

1R5 1.5±30% 48(38)

2R0 2.0±30% 55(44)

2R5 2.5±30% 68(54)

3R0 3.0±30% 77(62)

3R9 3.9±30% 96(77)

4R5 4.5±30% 105(84)

5R6 5.6±25% 159(127)

6R8 6.8±25% 173(138)

100 10±25% 220(176)

120 12±25% 270(216)

150 15±25% 302(242)

220 22±25% 447(358)

330 33±25% 848(679)

470 47±25% 1078(863)

JCRH3D14LD-4R5JCRH3D14LD-4R5JCRH3D14LD-4R5JCRH3D14LD-4R5

JCRH3D14LD-2R5JCRH3D14LD-2R5JCRH3D14LD-2R5JCRH3D14LD-2R5

JCRH3D14LD-3R9JCRH3D14LD-3R9JCRH3D14LD-3R9JCRH3D14LD-3R9

JCRH3D14LD-1R5JCRH3D14LD-1R5JCRH3D14LD-1R5JCRH3D14LD-1R5

0.75

1.30

1.15

0.95

0.80

1.05

JCRH3D14LD-3R0JCRH3D14LD-3R0JCRH3D14LD-3R0JCRH3D14LD-3R0

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.50JCRH3D14LD-1R2JCRH3D14LD-1R2JCRH3D14LD-1R2JCRH3D14LD-1R2

JCRH3D14LD

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14LD-5R6JCRH3D14LD-5R6JCRH3D14LD-5R6JCRH3D14LD-5R6

JCRH3D14LD-6R8JCRH3D14LD-6R8JCRH3D14LD-6R8JCRH3D14LD-6R8

JCRH3D14LD-2R0JCRH3D14LD-2R0JCRH3D14LD-2R0JCRH3D14LD-2R0

JCRH3D14LD-220JCRH3D14LD-220JCRH3D14LD-220JCRH3D14LD-220

JCRH3D14LD-330JCRH3D14LD-330JCRH3D14LD-330JCRH3D14LD-330

JCRH3D14LD-100JCRH3D14LD-100JCRH3D14LD-100JCRH3D14LD-100

0.70

0.60

0.50

JCRH3D14LD-470JCRH3D14LD-470JCRH3D14LD-470JCRH3D14LD-470

0.45

0.40

0.35

0.30

0.25

JCRH3D14LD-120JCRH3D14LD-120JCRH3D14LD-120JCRH3D14LD-120

JCRH3D14LD-150JCRH3D14LD-150JCRH3D14LD-150JCRH3D14LD-150

23232323



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 76(61)

2R4 2.4±30% 129(103)

3R2 3.2±30% 139(111)

4R7 4.7±30% 214(171)

6R8 6.8±25% 290(232)

100 10±25% 440(352)

150 15±25% 650(521)

220 22±25% 830(666) 0.65

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14AHP-220JCRH3D14AHP-220JCRH3D14AHP-220JCRH3D14AHP-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.60JCRH3D14AHP-1R5JCRH3D14AHP-1R5JCRH3D14AHP-1R5JCRH3D14AHP-1R5

JCRH3D14AHP-3R2JCRH3D14AHP-3R2JCRH3D14AHP-3R2JCRH3D14AHP-3R2

JCRH3D14AHP-4R7JCRH3D14AHP-4R7JCRH3D14AHP-4R7JCRH3D14AHP-4R7

JCRH3D14AHP-100JCRH3D14AHP-100JCRH3D14AHP-100JCRH3D14AHP-100

JCRH3D14AHP-2R4JCRH3D14AHP-2R4JCRH3D14AHP-2R4JCRH3D14AHP-2R4

0.80

2.00

1.80

JCRH3D14AHP

1.20

1.00

1.45

JCRH3D14AHP-6R8JCRH3D14AHP-6R8JCRH3D14AHP-6R8JCRH3D14AHP-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D14AHP-150JCRH3D14AHP-150JCRH3D14AHP-150JCRH3D14AHP-150

24242424



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 76(61)

2R4 2.4±30% 129(103)

3R2 3.2±30% 139(111)

4R7 4.7±30% 214(171)

6R8 6.8±25% 290(232)

100 10±25% 440(352)

150 15±25% 650(521)

220 22±25% 830(666)

JCRH3D14HP-150JCRH3D14HP-150JCRH3D14HP-150JCRH3D14HP-150

JCRH3D14HP-4R7JCRH3D14HP-4R7JCRH3D14HP-4R7JCRH3D14HP-4R7

JCRH3D14HP-100JCRH3D14HP-100JCRH3D14HP-100JCRH3D14HP-100

JCRH3D14HP-2R4JCRH3D14HP-2R4JCRH3D14HP-2R4JCRH3D14HP-2R4

0.80

2.00

1.80

1.20

1.00

1.45

JCRH3D14HP-6R8JCRH3D14HP-6R8JCRH3D14HP-6R8JCRH3D14HP-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.60JCRH3D14HP-1R5JCRH3D14HP-1R5JCRH3D14HP-1R5JCRH3D14HP-1R5

JCRH3D14HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D14HP-220JCRH3D14HP-220JCRH3D14HP-220JCRH3D14HP-220

JCRH3D14HP-3R2JCRH3D14HP-3R2JCRH3D14HP-3R2JCRH3D14HP-3R2

0.65

25252525



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R1 1.1±30% 48(33)

1R5 1.5±30% 52(40)

2R2 2.2±30% 72(55)

3R3 3.3±30% 85(73)

4R7 4.7±30% 105(91)

6R8 6.8±25% 170(130)

100 10±25% 210(189)

150 15±25% 295(225)

220 22±25% 430(330)

330 33±25% 675(520)

151 150±25% 3210(2500)

221 220±25% 5200(3940)

331 330±25% 6800(5700)

0.18

0.16

0.14

JCRH3D16A-151JCRH3D16A-151JCRH3D16A-151JCRH3D16A-151

JCRH3D16A-221JCRH3D16A-221JCRH3D16A-221JCRH3D16A-221

JCRH3D16A-330JCRH3D16A-330JCRH3D16A-330JCRH3D16A-330

0.45

0.40

0.32

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16A-150JCRH3D16A-150JCRH3D16A-150JCRH3D16A-150

JCRH3D16A-220JCRH3D16A-220JCRH3D16A-220JCRH3D16A-220

JCRH3D16A-331JCRH3D16A-331JCRH3D16A-331JCRH3D16A-331

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.60JCRH3D16A-1R1JCRH3D16A-1R1JCRH3D16A-1R1JCRH3D16A-1R1

JCRH3D16A-2R2JCRH3D16A-2R2JCRH3D16A-2R2JCRH3D16A-2R2

JCRH3D16A-3R3JCRH3D16A-3R3JCRH3D16A-3R3JCRH3D16A-3R3

JCRH3D16A-6R8JCRH3D16A-6R8JCRH3D16A-6R8JCRH3D16A-6R8

JCRH3D16A-1R5JCRH3D16A-1R5JCRH3D16A-1R5JCRH3D16A-1R5

0.55

1.55

1.20

JCRH3D16A

0.90

0.73

1.10

JCRH3D16A-4R7JCRH3D16A-4R7JCRH3D16A-4R7JCRH3D16A-4R7

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D16A-100JCRH3D16A-100JCRH3D16A-100JCRH3D16A-100

26262626



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R1 1.1±30% 48(33)

1R5 1.5±30% 52(40)

2R2 2.2±30% 72(55)

3R3 3.3±30% 85(73)

4R7 4.7±30% 105(91)

6R8 6.8±25% 170(130)

100 10±25% 210(189)

150 15±25% 295(225)

220 22±25% 430(330)

330 33±25% 675(520)

151 150±25% 3210(2500)

221 220±25% 5200(3940)

331 330±25% 6800(5700)

JCRH3D16-100JCRH3D16-100JCRH3D16-100JCRH3D16-100

JCRH3D16-3R3JCRH3D16-3R3JCRH3D16-3R3JCRH3D16-3R3

JCRH3D16-6R8JCRH3D16-6R8JCRH3D16-6R8JCRH3D16-6R8

JCRH3D16-1R5JCRH3D16-1R5JCRH3D16-1R5JCRH3D16-1R5

0.55

1.55

1.20

0.90

0.73

1.10

JCRH3D16-4R7JCRH3D16-4R7JCRH3D16-4R7JCRH3D16-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.60JCRH3D16-1R1JCRH3D16-1R1JCRH3D16-1R1JCRH3D16-1R1

JCRH3D16

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16-150JCRH3D16-150JCRH3D16-150JCRH3D16-150

JCRH3D16-220JCRH3D16-220JCRH3D16-220JCRH3D16-220

JCRH3D16-2R2JCRH3D16-2R2JCRH3D16-2R2JCRH3D16-2R2

JCRH3D16-331JCRH3D16-331JCRH3D16-331JCRH3D16-331

JCRH3D16-330JCRH3D16-330JCRH3D16-330JCRH3D16-330

0.45

0.40

0.32

0.18

0.16

0.14

JCRH3D16-151JCRH3D16-151JCRH3D16-151JCRH3D16-151

JCRH3D16-221JCRH3D16-221JCRH3D16-221JCRH3D16-221

27272727



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 66(53)

3R9 3.9±30% 81(65)

4R7 4.7±30% 91(73)

5R6 5.6±25% 102(82)

6R8 6.8±25% 130(104)

8R2 8.2±25% 140(112)

100 10±25% 190(152)

120 12±25% 205(164)

150 15±25% 272(218)

220 22±25% 356(285)

270 27±25% 470(377)

330 33±25% 560(446)

390 39±25% 700(558)

470 47±25% 775(630)

0.28

0.26

0.24

0.21

JCRH3D16ALD-270JCRH3D16ALD-270JCRH3D16ALD-270JCRH3D16ALD-270

JCRH3D16ALD-330JCRH3D16ALD-330JCRH3D16ALD-330JCRH3D16ALD-330

JCRH3D16ALD-470JCRH3D16ALD-470JCRH3D16ALD-470JCRH3D16ALD-470

JCRH3D16ALD-220JCRH3D16ALD-220JCRH3D16ALD-220JCRH3D16ALD-220

0.42

0.38

0.31

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16ALD-120JCRH3D16ALD-120JCRH3D16ALD-120JCRH3D16ALD-120

JCRH3D16ALD-150JCRH3D16ALD-150JCRH3D16ALD-150JCRH3D16ALD-150

JCRH3D16ALD-390JCRH3D16ALD-390JCRH3D16ALD-390JCRH3D16ALD-390

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.80JCRH3D16ALD-3R3JCRH3D16ALD-3R3JCRH3D16ALD-3R3JCRH3D16ALD-3R3

JCRH3D16ALD-4R7JCRH3D16ALD-4R7JCRH3D16ALD-4R7JCRH3D16ALD-4R7

JCRH3D16ALD-5R6JCRH3D16ALD-5R6JCRH3D16ALD-5R6JCRH3D16ALD-5R6

JCRH3D16ALD-8R2JCRH3D16ALD-8R2JCRH3D16ALD-8R2JCRH3D16ALD-8R2

JCRH3D16ALD-3R9JCRH3D16ALD-3R9JCRH3D16ALD-3R9JCRH3D16ALD-3R9

0.46

0.75

0.68

JCRH3D16ALD

0.58

0.51

0.62

JCRH3D16ALD-6R8JCRH3D16ALD-6R8JCRH3D16ALD-6R8JCRH3D16ALD-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D16ALD-100JCRH3D16ALD-100JCRH3D16ALD-100JCRH3D16ALD-100

28282828



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 66(53)

3R9 3.9±30% 81(65)

4R7 4.7±30% 91(73)

5R6 5.6±25% 102(82)

6R8 6.8±25% 130(104)

8R2 8.2±25% 140(112)

100 10±25% 190(152)

120 12±25% 205(164)

150 15±25% 272(218)

220 22±25% 356(285)

270 27±25% 470(377)

330 33±25% 560(446)

390 39±25% 700(558)

470 47±25% 775(630)

JCRH3D16LD-100JCRH3D16LD-100JCRH3D16LD-100JCRH3D16LD-100

JCRH3D16LD-5R6JCRH3D16LD-5R6JCRH3D16LD-5R6JCRH3D16LD-5R6

JCRH3D16LD-8R2JCRH3D16LD-8R2JCRH3D16LD-8R2JCRH3D16LD-8R2

JCRH3D16LD-3R9JCRH3D16LD-3R9JCRH3D16LD-3R9JCRH3D16LD-3R9

0.46

0.75

0.68

0.58

0.51

0.62

JCRH3D16LD-6R8JCRH3D16LD-6R8JCRH3D16LD-6R8JCRH3D16LD-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.80JCRH3D16LD-3R3JCRH3D16LD-3R3JCRH3D16LD-3R3JCRH3D16LD-3R3

JCRH3D16LD

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16LD-120JCRH3D16LD-120JCRH3D16LD-120JCRH3D16LD-120

JCRH3D16LD-150JCRH3D16LD-150JCRH3D16LD-150JCRH3D16LD-150

JCRH3D16LD-4R7JCRH3D16LD-4R7JCRH3D16LD-4R7JCRH3D16LD-4R7

JCRH3D16LD-390JCRH3D16LD-390JCRH3D16LD-390JCRH3D16LD-390

JCRH3D16LD-470JCRH3D16LD-470JCRH3D16LD-470JCRH3D16LD-470

JCRH3D16LD-220JCRH3D16LD-220JCRH3D16LD-220JCRH3D16LD-220

0.42

0.38

0.31

0.28

0.26

0.24

0.21

JCRH3D16LD-270JCRH3D16LD-270JCRH3D16LD-270JCRH3D16LD-270

JCRH3D16LD-330JCRH3D16LD-330JCRH3D16LD-330JCRH3D16LD-330

29292929



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R7 1.7±30% 51(41)

2R2 2..2±30% 59(47)

3R3 3.3±30% 85(68)

4R7 4.7±30% 116(93)

6R8 6.8±25% 180(145)

100 10±25% 230(185)

150 15±25% 410(328)

220 22±25% 610(488)

330 33±25% 870(695)

101 100±25% 2060(1650)JCRH3D16AHP-101JCRH3D16AHP-101JCRH3D16AHP-101JCRH3D16AHP-101

0.55

0.46

0.28

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONSDIMENSIONSDIMENSIONSDIMENSIONS（（（（mmmmmmmm））））
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16AHP-220JCRH3D16AHP-220JCRH3D16AHP-220JCRH3D16AHP-220

JCRH3D16AHP-330JCRH3D16AHP-330JCRH3D16AHP-330JCRH3D16AHP-330

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.00JCRH3D16AHP-1R7JCRH3D16AHP-1R7JCRH3D16AHP-1R7JCRH3D16AHP-1R7

JCRH3D16AHP-3R3JCRH3D16AHP-3R3JCRH3D16AHP-3R3JCRH3D16AHP-3R3

JCRH3D16AHP-4R7JCRH3D16AHP-4R7JCRH3D16AHP-4R7JCRH3D16AHP-4R7

JCRH3D16AHP-100JCRH3D16AHP-100JCRH3D16AHP-100JCRH3D16AHP-100

JCRH3D16AHP-2R2JCRH3D16AHP-2R2JCRH3D16AHP-2R2JCRH3D16AHP-2R2

0.65

1.75

1.40

JCRH3D16AHP

1.00

0.84

1.20

JCRH3D16AHP-6R8JCRH3D16AHP-6R8JCRH3D16AHP-6R8JCRH3D16AHP-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D16AHP-150JCRH3D16AHP-150JCRH3D16AHP-150JCRH3D16AHP-150

30303030



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R7 1.7±30% 51(41)

2R2 2..2±30% 59(47)

3R3 3.3±30% 85(68)

4R7 4.7±30% 116(93)

6R8 6.8±25% 180(145)

100 10±25% 230(185)

150 15±25% 410(328)

220 22±25% 610(488)

330 33±25% 870(695)

101 100±25% 2060(1650)

JCRH3D16HP-150JCRH3D16HP-150JCRH3D16HP-150JCRH3D16HP-150

JCRH3D16HP-4R7JCRH3D16HP-4R7JCRH3D16HP-4R7JCRH3D16HP-4R7

JCRH3D16HP-100JCRH3D16HP-100JCRH3D16HP-100JCRH3D16HP-100

JCRH3D16HP-2R2JCRH3D16HP-2R2JCRH3D16HP-2R2JCRH3D16HP-2R2

0.65

1.75

1.40

1.00

0.84

1.20

JCRH3D16HP-6R8JCRH3D16HP-6R8JCRH3D16HP-6R8JCRH3D16HP-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.00JCRH3D16HP-1R7JCRH3D16HP-1R7JCRH3D16HP-1R7JCRH3D16HP-1R7

JCRH3D16HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D16HP-220JCRH3D16HP-220JCRH3D16HP-220JCRH3D16HP-220

JCRH3D16HP-330JCRH3D16HP-330JCRH3D16HP-330JCRH3D16HP-330

JCRH3D16HP-3R3JCRH3D16HP-3R3JCRH3D16HP-3R3JCRH3D16HP-3R3

JCRH3D16HP-101JCRH3D16HP-101JCRH3D16HP-101JCRH3D16HP-101

0.55

0.46

0.28

31313131



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 88(67)

4R7 4.7±30% 124(100)

6R8 6.8±25% 145(112)

100 10±25% 158(116)

120 12±25% 280(250)

220 22±25% 335(268)

330 33±25% 481(385)

470 47±25% 599(479)

101 100±25% 1140(890)

0.50

0.45

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D28A-470JCRH3D28A-470JCRH3D28A-470JCRH3D28A-470

JCRH3D28A-101JCRH3D28A-101JCRH3D28A-101JCRH3D28A-101

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.00JCRH3D28A-3R3JCRH3D28A-3R3JCRH3D28A-3R3JCRH3D28A-3R3

JCRH3D28A-6R8JCRH3D28A-6R8JCRH3D28A-6R8JCRH3D28A-6R8

JCRH3D28A-100JCRH3D28A-100JCRH3D28A-100JCRH3D28A-100

JCRH3D28A-220JCRH3D28A-220JCRH3D28A-220JCRH3D28A-220

JCRH3D28A-4R7JCRH3D28A-4R7JCRH3D28A-4R7JCRH3D28A-4R7

0.65

1.65

1.24

JCRH3D28A

0.90

0.80

1.05

JCRH3D28A-120JCRH3D28A-120JCRH3D28A-120JCRH3D28A-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D28A-330JCRH3D28A-330JCRH3D28A-330JCRH3D28A-330

32323232



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 88(67)

4R7 4.7±30% 124(100)

6R8 6.8±25% 145(112)

100 10±25% 158(116)

120 12±25% 280(250)

220 22±25% 335(268)

330 33±25% 481(385)

470 47±25% 599(479)

101 100±25% 1140(890)

JCRH3D28-330JCRH3D28-330JCRH3D28-330JCRH3D28-330

JCRH3D28-100JCRH3D28-100JCRH3D28-100JCRH3D28-100

JCRH3D28-220JCRH3D28-220JCRH3D28-220JCRH3D28-220

JCRH3D28-4R7JCRH3D28-4R7JCRH3D28-4R7JCRH3D28-4R7

0.65

1.65

1.24

0.90

0.80

1.05

JCRH3D28-120JCRH3D28-120JCRH3D28-120JCRH3D28-120

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.00JCRH3D28-3R3JCRH3D28-3R3JCRH3D28-3R3JCRH3D28-3R3

JCRH3D28

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D28-470JCRH3D28-470JCRH3D28-470JCRH3D28-470

JCRH3D28-101JCRH3D28-101JCRH3D28-101JCRH3D28-101

JCRH3D28-6R8JCRH3D28-6R8JCRH3D28-6R8JCRH3D28-6R8

0.50

0.45

33333333



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±25% 95(73)

120 12±25% 100(80)

150 15±25% 115(90)

180 18±25% 125(100)

220 22±25% 145(117)

270 27±25% 175(141)

330 33±25% 215(171)

390 39±25% 225(180)

470 47±25% 305(245)

0.25

0.23

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D28ALD-390JCRH3D28ALD-390JCRH3D28ALD-390JCRH3D28ALD-390

JCRH3D28ALD-470JCRH3D28ALD-470JCRH3D28ALD-470JCRH3D28ALD-470

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.50JCRH3D28ALD-100JCRH3D28ALD-100JCRH3D28ALD-100JCRH3D28ALD-100

JCRH3D28ALD-150JCRH3D28ALD-150JCRH3D28ALD-150JCRH3D28ALD-150

JCRH3D28ALD-180JCRH3D28ALD-180JCRH3D28ALD-180JCRH3D28ALD-180

JCRH3D28ALD-270JCRH3D28ALD-270JCRH3D28ALD-270JCRH3D28ALD-270

JCRH3D28ALD-120JCRH3D28ALD-120JCRH3D28ALD-120JCRH3D28ALD-120

0.28

0.45

0.40

JCRH3D28ALD

0.33

0.29

0.35

JCRH3D28ALD-220JCRH3D28ALD-220JCRH3D28ALD-220JCRH3D28ALD-220

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH3D28ALD-330JCRH3D28ALD-330JCRH3D28ALD-330JCRH3D28ALD-330

34343434



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±25% 95(73)

120 12±25% 100(80)

150 15±25% 115(90)

180 18±25% 125(100)

220 22±25% 145(117)

270 27±25% 175(141)

330 33±25% 215(171)

390 39±25% 225(180)

470 47±25% 305(245)

JCRH3D28LD-330JCRH3D28LD-330JCRH3D28LD-330JCRH3D28LD-330

JCRH3D28LD-180JCRH3D28LD-180JCRH3D28LD-180JCRH3D28LD-180

JCRH3D28LD-270JCRH3D28LD-270JCRH3D28LD-270JCRH3D28LD-270

JCRH3D28LD-120JCRH3D28LD-120JCRH3D28LD-120JCRH3D28LD-120

0.28

0.45

0.40

0.33

0.29

0.35

JCRH3D28LD-220JCRH3D28LD-220JCRH3D28LD-220JCRH3D28LD-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

0.50JCRH3D28LD-100JCRH3D28LD-100JCRH3D28LD-100JCRH3D28LD-100

JCRH3D28LD

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH3D28LD-390JCRH3D28LD-390JCRH3D28LD-390JCRH3D28LD-390

JCRH3D28LD-470JCRH3D28LD-470JCRH3D28LD-470JCRH3D28LD-470

JCRH3D28LD-150JCRH3D28LD-150JCRH3D28LD-150JCRH3D28LD-150

0.25

0.23

35353535



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.0±30% 45(35)

2R2 2.2±30% 73(58)

2R7 2.7±30% 100(80)

3R3 3.3±30% 105(85)

3R9 3.9±30% 150(120)

4R7 4.7±30% 156(125)

5R6 5.6±25% 165(130)

6R8 6.8±25% 193(155)

8R2 8.2±25% 240(190)

100 10±25% 192(148)

120 12±25% 203(156)

150 15±25% 231(178)

180 18±25% 325(250)

220 22±25% 382(294)

0.90

0.80

0.75

0.70

JCRH4D18-120JCRH4D18-120JCRH4D18-120JCRH4D18-120

JCRH4D18-150JCRH4D18-150JCRH4D18-150JCRH4D18-150

JCRH4D18-220JCRH4D18-220JCRH4D18-220JCRH4D18-220

JCRH4D18-100JCRH4D18-100JCRH4D18-100JCRH4D18-100

1.10

1.05

1.00

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH4D18-6R8JCRH4D18-6R8JCRH4D18-6R8JCRH4D18-6R8

JCRH4D18-8R2JCRH4D18-8R2JCRH4D18-8R2JCRH4D18-8R2

JCRH4D18-180JCRH4D18-180JCRH4D18-180JCRH4D18-180

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.20JCRH4D18-1R0JCRH4D18-1R0JCRH4D18-1R0JCRH4D18-1R0

JCRH4D18-2R7JCRH4D18-2R7JCRH4D18-2R7JCRH4D18-2R7

JCRH4D18-3R3JCRH4D18-3R3JCRH4D18-3R3JCRH4D18-3R3

JCRH4D18-4R7JCRH4D18-4R7JCRH4D18-4R7JCRH4D18-4R7

JCRH4D18-2R2JCRH4D18-2R2JCRH4D18-2R2JCRH4D18-2R2

1.20

2.00

1.80

JCRH4D18

1.50

1.40

1.60

JCRH4D18-3R9JCRH4D18-3R9JCRH4D18-3R9JCRH4D18-3R9

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH4D18-5R6JCRH4D18-5R6JCRH4D18-5R6JCRH4D18-5R6

36363636



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 18(14)

1R8 1.8±30% 22(17)

2R3 2.3±30% 25(20)

3R3 3.3±30% 35(27)

3R9 3.9±30% 40(31)

4R7 4.7±30% 56(43)

5R6 5.6±25% 62(48)

6R8 6.8±25% 88(68)

8R2 8.2±25% 97(74)

100 10±25% 103(79)

120 12±25% 111(85)

150 15±25% 128(98)

180 18±25% 169(130)

220 22±25% 200(154)

470 47±25% 500(385)

101 101±25% 880(670)

JCRH4D22-5R6JCRH4D22-5R6JCRH4D22-5R6JCRH4D22-5R6

JCRH4D22-3R3JCRH4D22-3R3JCRH4D22-3R3JCRH4D22-3R3

JCRH4D22-4R7JCRH4D22-4R7JCRH4D22-4R7JCRH4D22-4R7

JCRH4D22-1R8JCRH4D22-1R8JCRH4D22-1R8JCRH4D22-1R8

1.05

1.90

1.80

1.30

1.10

1.40

JCRH4D22-3R9JCRH4D22-3R9JCRH4D22-3R9JCRH4D22-3R9

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.00JCRH4D22-1R5JCRH4D22-1R5JCRH4D22-1R5JCRH4D22-1R5

JCRH4D22

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH4D22-6R8JCRH4D22-6R8JCRH4D22-6R8JCRH4D22-6R8

JCRH4D22-8R2JCRH4D22-8R2JCRH4D22-8R2JCRH4D22-8R2

JCRH4D22-2R3JCRH4D22-2R3JCRH4D22-2R3JCRH4D22-2R3

JCRH4D22-180JCRH4D22-180JCRH4D22-180JCRH4D22-180

JCRH4D22-220JCRH4D22-220JCRH4D22-220JCRH4D22-220

JCRH4D22-100JCRH4D22-100JCRH4D22-100JCRH4D22-100

1.00

0.90

0.80

JCRH4D22-470JCRH4D22-470JCRH4D22-470JCRH4D22-470

JCRH4D22-101JCRH4D22-101JCRH4D22-101JCRH4D22-101

0.75

0.68

0.60

0.54

0.38

0.25

JCRH4D22-120JCRH4D22-120JCRH4D22-120JCRH4D22-120

JCRH4D22-150JCRH4D22-150JCRH4D22-150JCRH4D22-150

37373737



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 27(22)

1R5 1.5±30% 32(25)

2R2 2.2±30% 44(36)

2R7 2.7±30% 58(46)

3R5 3.5±30% 65(52)

4R7 4.7±30% 83(66)

5R2 5.2±25% 93(75)

6R3 6.3±25% 110(88)

8R2 8.2±25% 128(103)

100 10±25% 144(115)

120 12±25% 187(150)

150 15±25% 213(171)

180 18±25% 239(191)

220 22±25% 267(214)

470 47±25% 723(578)

101 101±25% 1370(1096)

JCRH4D22HP-470JCRH4D22HP-470JCRH4D22HP-470JCRH4D22HP-470

JCRH4D22HP-101JCRH4D22HP-101JCRH4D22HP-101JCRH4D22HP-101

1.30

1.20

1.10

1.05

0.70

0.48

JCRH4D22HP-120JCRH4D22HP-120JCRH4D22HP-120JCRH4D22HP-120

JCRH4D22HP-150JCRH4D22HP-150JCRH4D22HP-150JCRH4D22HP-150

JCRH4D22HP-220JCRH4D22HP-220JCRH4D22HP-220JCRH4D22HP-220

JCRH4D22HP-100JCRH4D22HP-100JCRH4D22HP-100JCRH4D22HP-100

1.85

1.65

1.50

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH4D22HP-6R3JCRH4D22HP-6R3JCRH4D22HP-6R3JCRH4D22HP-6R3

JCRH4D22HP-8R2JCRH4D22HP-8R2JCRH4D22HP-8R2JCRH4D22HP-8R2

JCRH4D22HP-180JCRH4D22HP-180JCRH4D22HP-180JCRH4D22HP-180

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.20JCRH4D22HP-1R2JCRH4D22HP-1R2JCRH4D22HP-1R2JCRH4D22HP-1R2

JCRH4D22HP-2R2JCRH4D22HP-2R2JCRH4D22HP-2R2JCRH4D22HP-2R2

JCRH4D22HP-2R7JCRH4D22HP-2R7JCRH4D22HP-2R7JCRH4D22HP-2R7

JCRH4D22HP-4R7JCRH4D22HP-4R7JCRH4D22HP-4R7JCRH4D22HP-4R7

JCRH4D22HP-1R5JCRH4D22HP-1R5JCRH4D22HP-1R5JCRH4D22HP-1R5

2.00

3.90

3.20

JCRH4D22HP

2.50

2.20

2.80

JCRH4D22HP-3R5JCRH4D22HP-3R5JCRH4D22HP-3R5JCRH4D22HP-3R5

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH4D22HP-5R2JCRH4D22HP-5R2JCRH4D22HP-5R2JCRH4D22HP-5R2

38383838



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 24(18)

1R8 1.8±30% 28(22)

2R2 2.2±30% 39(28)

2R7 2.7±30% 42(35)

3R3 3.3±30% 49(39)

3R9 3.9±30% 65(49)

4R7 4.7±30% 72(56)

5R6 5.6±25% 101(76)

6R8 6.8±25% 109(81)

8R2 8.2±25% 118(87)

100 10±25% 128(97)

120 12±25% 132(98)

150 15±25% 149(111)

180 18±25% 166(123)

220 22±25% 235(175)

470 47±25% 587(435)

JCRH4D28-4R7JCRH4D28-4R7JCRH4D28-4R7JCRH4D28-4R7

JCRH4D28-2R7JCRH4D28-2R7JCRH4D28-2R7JCRH4D28-2R7

JCRH4D28-3R9JCRH4D28-3R9JCRH4D28-3R9JCRH4D28-3R9

JCRH4D28-1R8JCRH4D28-1R8JCRH4D28-1R8JCRH4D28-1R8

1.50

2.20

2.00

1.70

1.60

1.80

JCRH4D28-3R3JCRH4D28-3R3JCRH4D28-3R3JCRH4D28-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.56JCRH4D28-1R2JCRH4D28-1R2JCRH4D28-1R2JCRH4D28-1R2

JCRH4D28

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH4D28-5R6JCRH4D28-5R6JCRH4D28-5R6JCRH4D28-5R6

JCRH4D28-6R8JCRH4D28-6R8JCRH4D28-6R8JCRH4D28-6R8

JCRH4D28-2R2JCRH4D28-2R2JCRH4D28-2R2JCRH4D28-2R2

JCRH4D28-150JCRH4D28-150JCRH4D28-150JCRH4D28-150

JCRH4D28-180JCRH4D28-180JCRH4D28-180JCRH4D28-180

JCRH4D28-8R2JCRH4D28-8R2JCRH4D28-8R2JCRH4D28-8R2

1.40

1.30

1.20

JCRH4D28-220JCRH4D28-220JCRH4D28-220JCRH4D28-220

JCRH4D28-470JCRH4D28-470JCRH4D28-470JCRH4D28-470

1.15

1.00

0.90

0.85

0.80

0.60

JCRH4D28-100JCRH4D28-100JCRH4D28-100JCRH4D28-100

JCRH4D28-120JCRH4D28-120JCRH4D28-120JCRH4D28-120

39393939



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 118(91)

4R7 4.7±30% 172(133)

6R8 6.8±25% 311(239)

100 10±25% 360(291)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.30JCRH5D12-3R3JCRH5D12-3R3JCRH5D12-3R3JCRH5D12-3R3

JCRH5D12-6R8JCRH5D12-6R8JCRH5D12-6R8JCRH5D12-6R8

JCRH5D12-100JCRH5D12-100JCRH5D12-100JCRH5D12-100

JCRH5D12-4R7JCRH5D12-4R7JCRH5D12-4R7JCRH5D12-4R7 1.80

1.50

JCRH5D12

1.10

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

40404040



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 53(40)

3R3 3.3±30% 67(52)

4R7 4.7±30% 64(53)

6R8 6.8±25% 81(77)

8R2 8.2±25% 140(108)

100 10±25% 173(133)

150 15±25% 201(167)

220 22±25% 300(250)

470 47±25% 670(558)

101 100±25% 1400(1066)

JCRH5D16A-150JCRH5D16A-150JCRH5D16A-150JCRH5D16A-150

JCRH5D16A-6R8JCRH5D16A-6R8JCRH5D16A-6R8JCRH5D16A-6R8

JCRH5D16A-100JCRH5D16A-100JCRH5D16A-100JCRH5D16A-100

JCRH5D16A-3R3JCRH5D16A-3R3JCRH5D16A-3R3JCRH5D16A-3R3

1.10

2.20

2.00

1.40

1.20

1.60

JCRH5D16A-8R2JCRH5D16A-8R2JCRH5D16A-8R2JCRH5D16A-8R2

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.90JCRH5D16A-2R2JCRH5D16A-2R2JCRH5D16A-2R2JCRH5D16A-2R2

JCRH5D16A

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH5D16A-220JCRH5D16A-220JCRH5D16A-220JCRH5D16A-220

JCRH5D16A-470JCRH5D16A-470JCRH5D16A-470JCRH5D16A-470

JCRH5D16A-4R7JCRH5D16A-4R7JCRH5D16A-4R7JCRH5D16A-4R7

JCRH5D16A-101JCRH5D16A-101JCRH5D16A-101JCRH5D16A-101

1.00

0.60

0.45

41414141



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 39(29)

2R6 2.6±30% 46(36)

3R3 3.3±30% 48(39)

4R1 4.1±30% 57(47)

5R4 5.4±25% 76(56)

6R2 6.2±25% 96(71)

6R8 6.8±25% 102(74)

8R9 8.9±25% 116(86)

100 10±25% 124(96)

120 12±25% 153(113)

150 15±25% 196(145)

180 18±25% 210(155)

220 22±25% 290(215)

270 27±25% 330(245)

330 33±25% 385(285)

390 39±25% 520(385)

470 47±25% 595(440)

560 56±25% 665(493)

JCRH5D18-330JCRH5D18-330JCRH5D18-330JCRH5D18-330

JCRH5D18-390JCRH5D18-390JCRH5D18-390JCRH5D18-390

0.97

0.85

0.80

0.75

0.65

0.57

JCRH5D18-150JCRH5D18-150JCRH5D18-150JCRH5D18-150

JCRH5D18-180JCRH5D18-180JCRH5D18-180JCRH5D18-180

JCRH5D18-270JCRH5D18-270JCRH5D18-270JCRH5D18-270

JCRH5D18-120JCRH5D18-120JCRH5D18-120JCRH5D18-120

1.25

1.20

1.10

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH5D18-8R9JCRH5D18-8R9JCRH5D18-8R9JCRH5D18-8R9

JCRH5D18-100JCRH5D18-100JCRH5D18-100JCRH5D18-100

JCRH5D18-220JCRH5D18-220JCRH5D18-220JCRH5D18-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.30JCRH5D18-2R2JCRH5D18-2R2JCRH5D18-2R2JCRH5D18-2R2

JCRH5D18-3R3JCRH5D18-3R3JCRH5D18-3R3JCRH5D18-3R3

JCRH5D18-4R1JCRH5D18-4R1JCRH5D18-4R1JCRH5D18-4R1

JCRH5D18-6R2JCRH5D18-6R2JCRH5D18-6R2JCRH5D18-6R2

JCRH5D18-2R6JCRH5D18-2R6JCRH5D18-2R6JCRH5D18-2R6

1.40

2.20

2.00

JCRH5D18

1.60

1.50

1.80

JCRH5D18-5R4JCRH5D18-5R4JCRH5D18-5R4JCRH5D18-5R4

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH5D18-6R8JCRH5D18-6R8JCRH5D18-6R8JCRH5D18-6R8

JCRH5D18-470JCRH5D18-470JCRH5D18-470JCRH5D18-470 0.54

JCRH5D18-560JCRH5D18-560JCRH5D18-560JCRH5D18-560 0.50

42424242
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R5 2.5±30% 18(13)

3R0 3.0±30% 24(18)

4R2 4.2±30% 31(23)

5R3 5.3±25% 38(28)

6R2 6.2±25% 45(33)

8R2 8.2±25% 53(39)

100 10±25% 65(48)

120 12±25% 76(56)

150 15±25% 103(76)

180 18±25% 110(82)

220 22±25% 122(90)

270 27±25% 175(130)

330 33±25% 189(140)

390 39±25% 212(157)

470 47±25% 250(185)

560 56±25% 305(226)

680 68±25% 355(263)

101 101±25% 520(385)

JCRH5D28-100JCRH5D28-100JCRH5D28-100JCRH5D28-100

JCRH5D28-680JCRH5D28-680JCRH5D28-680JCRH5D28-680 0.52

JCRH5D28-101JCRH5D28-101JCRH5D28-101JCRH5D28-101 0.50

JCRH5D28-5R3JCRH5D28-5R3JCRH5D28-5R3JCRH5D28-5R3

JCRH5D28-8R2JCRH5D28-8R2JCRH5D28-8R2JCRH5D28-8R2

JCRH5D28-3R0JCRH5D28-3R0JCRH5D28-3R0JCRH5D28-3R0

1.30

2.40

2.20

1.80

1.60

1.90

JCRH5D28-6R2JCRH5D28-6R2JCRH5D28-6R2JCRH5D28-6R2

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.60JCRH5D28-2R5JCRH5D28-2R5JCRH5D28-2R5JCRH5D28-2R5

JCRH5D28

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH5D28-120JCRH5D28-120JCRH5D28-120JCRH5D28-120

JCRH5D28-150JCRH5D28-150JCRH5D28-150JCRH5D28-150

JCRH5D28-4R2JCRH5D28-4R2JCRH5D28-4R2JCRH5D28-4R2

JCRH5D28-330JCRH5D28-330JCRH5D28-330JCRH5D28-330

JCRH5D28-390JCRH5D28-390JCRH5D28-390JCRH5D28-390

JCRH5D28-180JCRH5D28-180JCRH5D28-180JCRH5D28-180

1.20

1.10

1.00

JCRH5D28-470JCRH5D28-470JCRH5D28-470JCRH5D28-470

JCRH5D28-560JCRH5D28-560JCRH5D28-560JCRH5D28-560

0.90

0.85

0.75

0.70

0.62

0.58

JCRH5D28-220JCRH5D28-220JCRH5D28-220JCRH5D28-220

JCRH5D28-270JCRH5D28-270JCRH5D28-270JCRH5D28-270

43434343
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R8 1.8±30% 27(21)

2R2 2.2±30% 39(28)

3R3 3.3±30% 45(33)

4R7 4.7±30% 47(35)

5R0 5.0±25% 48(36)

6R2 6.2±25% 53(42)

100 10±25% 84(63)

150 15±25% 121(93)

220 22±25% 175(133)

470 47±25% 340(261)

680 68±25% 467(359)

221 220±25% 1300(950)

102 1000±25% 5800(5200)

0.55

0.30

0.14

JCRH5D28C-680JCRH5D28C-680JCRH5D28C-680JCRH5D28C-680

JCRH5D28C-221JCRH5D28C-221JCRH5D28C-221JCRH5D28C-221

JCRH5D28C-470JCRH5D28C-470JCRH5D28C-470JCRH5D28C-470

1.00

0.90

0.60

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH5D28C-150JCRH5D28C-150JCRH5D28C-150JCRH5D28C-150

JCRH5D28C-220JCRH5D28C-220JCRH5D28C-220JCRH5D28C-220

JCRH5D28C-102JCRH5D28C-102JCRH5D28C-102JCRH5D28C-102

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.20JCRH5D28C-1R8JCRH5D28C-1R8JCRH5D28C-1R8JCRH5D28C-1R8

JCRH5D28C-3R3JCRH5D28C-3R3JCRH5D28C-3R3JCRH5D28C-3R3

JCRH5D28C-4R7JCRH5D28C-4R7JCRH5D28C-4R7JCRH5D28C-4R7

JCRH5D28C-6R2JCRH5D28C-6R2JCRH5D28C-6R2JCRH5D28C-6R2

JCRH5D28C-2R2JCRH5D28C-2R2JCRH5D28C-2R2JCRH5D28C-2R2

1.40

2.90

2.35

JCRH5D28C

1.60

1.50

1.80

JCRH5D28C-5R0JCRH5D28C-5R0JCRH5D28C-5R0JCRH5D28C-5R0

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH5D28C-100JCRH5D28C-100JCRH5D28C-100JCRH5D28C-100

44444444



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 264(215)

4R7 4.7±30% 310(260)

6R8 6.8±25% 360(307)

8R2 8.2±25% 480(433)

100 10±25% 530(469)

120 12±25% 600(538)

JCRH5012-8R2JCRH5012-8R2JCRH5012-8R2JCRH5012-8R2

JCRH5012-120JCRH5012-120JCRH5012-120JCRH5012-120

JCRH5012-4R7JCRH5012-4R7JCRH5012-4R7JCRH5012-4R7 1.50

1.30

1.05

0.92

1.12

JCRH5012-100JCRH5012-100JCRH5012-100JCRH5012-100

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.60JCRH5012-3R3JCRH5012-3R3JCRH5012-3R3JCRH5012-3R3

JCRH5012

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH5012-6R8JCRH5012-6R8JCRH5012-6R8JCRH5012-6R8

45454545



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.0±30% 37.5

1R5 1.5±30% 41.3

2R2 2.2±30% 50

3R3 3.3±30% 62.5

4R2 4.2±30% 75

6R4 6.4±25% 119

100 10±25% 165

150 15±25% 244

220 22±25% 325

330 33±25% 500JCRH6D12-330JCRH6D12-330JCRH6D12-330JCRH6D12-330

0.95

0.80

0.65

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6D12-150JCRH6D12-150JCRH6D12-150JCRH6D12-150

JCRH6D12-220JCRH6D12-220JCRH6D12-220JCRH6D12-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.50JCRH6D12-1R0JCRH6D12-1R0JCRH6D12-1R0JCRH6D12-1R0

JCRH6D12-2R2JCRH6D12-2R2JCRH6D12-2R2JCRH6D12-2R2

JCRH6D12-3R3JCRH6D12-3R3JCRH6D12-3R3JCRH6D12-3R3

JCRH6D12-6R4JCRH6D12-6R4JCRH6D12-6R4JCRH6D12-6R4

JCRH6D12-1R5JCRH6D12-1R5JCRH6D12-1R5JCRH6D12-1R5

1.20

2.80

2.50

JCRH6D12

1.90

1.50

2.20

JCRH6D12-4R2JCRH6D12-4R2JCRH6D12-4R2JCRH6D12-4R2

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH6D12-100JCRH6D12-100JCRH6D12-100JCRH6D12-100

46464646



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 41(34)

1R8 1.8±30% 49(41)

2R5 2.5±30% 58(48)

3R3 3.3±30% 67(51)

4R2 4.2±30% 77(64)

5R0 5.0±25% 86(72)

6R8 6.8±25% 105(92)

7R5 7.5±25% 137(114)

100 10±25% 165(136)

150 15±25% 300(250)

180 18±25% 320(266)

220 22±25% 400(320)

330 33±25% 600(500)

470 47±25% 700(583)

680 68±25% 1100(916)

101 100±25% 1800(1370)

JCRH6D18-6R8JCRH6D18-6R8JCRH6D18-6R8JCRH6D18-6R8

JCRH6D18-3R3JCRH6D18-3R3JCRH6D18-3R3JCRH6D18-3R3

JCRH6D18-5R0JCRH6D18-5R0JCRH6D18-5R0JCRH6D18-5R0

JCRH6D18-1R8JCRH6D18-1R8JCRH6D18-1R8JCRH6D18-1R8

1.80

2.90

2.80

2.60

2.40

2.70

JCRH6D18-4R2JCRH6D18-4R2JCRH6D18-4R2JCRH6D18-4R2

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.00JCRH6D18-1R2JCRH6D18-1R2JCRH6D18-1R2JCRH6D18-1R2

JCRH6D18

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6D18-7R5JCRH6D18-7R5JCRH6D18-7R5JCRH6D18-7R5

JCRH6D18-100JCRH6D18-100JCRH6D18-100JCRH6D18-100

JCRH6D18-2R5JCRH6D18-2R5JCRH6D18-2R5JCRH6D18-2R5

JCRH6D18-330JCRH6D18-330JCRH6D18-330JCRH6D18-330

JCRH6D18-470JCRH6D18-470JCRH6D18-470JCRH6D18-470

JCRH6D18-150JCRH6D18-150JCRH6D18-150JCRH6D18-150

1.70

1.60

1.50

JCRH6D18-680JCRH6D18-680JCRH6D18-680JCRH6D18-680

JCRH6D18-101JCRH6D18-101JCRH6D18-101JCRH6D18-101

1.30

1.20

1.00

0.80

0.70

0.60

JCRH6D18-180JCRH6D18-180JCRH6D18-180JCRH6D18-180

JCRH6D18-220JCRH6D18-220JCRH6D18-220JCRH6D18-220

47474747



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 24(18)

2R2 2.2±30% 26(23)

3R0 3.0±30% 28(25)

3R9 3.9±30% 33(26)

5R0 5.0±25% 34(27)

6R0 6.0±25% 38(32)

7R3 7.3±25% 54(40)

8R6 8.6±25% 58(43)

100 10±25% 65(48)

120 12±25% 70(52)

150 15±25% 84(62)

180 18±25% 95(70)

220 22±25% 128(95)

270 27±25% 142(105)

151 150±25% 640(494)

221 220±25% 900(812)

JCRH6D28-151JCRH6D28-151JCRH6D28-151JCRH6D28-151

JCRH6D28-221JCRH6D28-221JCRH6D28-221JCRH6D28-221

1.40

1.32

1.20

1.05

0.40

0.35

JCRH6D28-150JCRH6D28-150JCRH6D28-150JCRH6D28-150

JCRH6D28-180JCRH6D28-180JCRH6D28-180JCRH6D28-180

JCRH6D28-270JCRH6D28-270JCRH6D28-270JCRH6D28-270

JCRH6D28-120JCRH6D28-120JCRH6D28-120JCRH6D28-120

1.85

1.70

1.55

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6D28-8R6JCRH6D28-8R6JCRH6D28-8R6JCRH6D28-8R6

JCRH6D28-100JCRH6D28-100JCRH6D28-100JCRH6D28-100

JCRH6D28-220JCRH6D28-220JCRH6D28-220JCRH6D28-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.80JCRH6D28-1R5JCRH6D28-1R5JCRH6D28-1R5JCRH6D28-1R5

JCRH6D28-3R0JCRH6D28-3R0JCRH6D28-3R0JCRH6D28-3R0

JCRH6D28-3R9JCRH6D28-3R9JCRH6D28-3R9JCRH6D28-3R9

JCRH6D28-6R0JCRH6D28-6R0JCRH6D28-6R0JCRH6D28-6R0

JCRH6D28-2R2JCRH6D28-2R2JCRH6D28-2R2JCRH6D28-2R2

2.10

4.00

3.00

JCRH6D28

2.40

2.25

2.60

JCRH6D28-5R0JCRH6D28-5R0JCRH6D28-5R0JCRH6D28-5R0

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH6D28-7R3JCRH6D28-7R3JCRH6D28-7R3JCRH6D28-7R3

48484848



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 48(40)

5R6 5.6±25% 52(43)

6R8 6.8±25% 61(50)

220 22±25% 100(91)

470 47±25% 224(186)

221 220±25% 900(736)

331 330±25% 1670(1170)

471 470±25% 2800(2150)

JCRH6D28B-331JCRH6D28B-331JCRH6D28B-331JCRH6D28B-331

JCRH6D28B-220JCRH6D28B-220JCRH6D28B-220JCRH6D28B-220

JCRH6D28B-221JCRH6D28B-221JCRH6D28B-221JCRH6D28B-221

JCRH6D28B-5R6JCRH6D28B-5R6JCRH6D28B-5R6JCRH6D28B-5R6

0.30

2.20

1.90

0.80

0.35

1.25

JCRH6D28B-470JCRH6D28B-470JCRH6D28B-470JCRH6D28B-470

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.70JCRH6D28B-3R3JCRH6D28B-3R3JCRH6D28B-3R3JCRH6D28B-3R3

JCRH6D28B

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6D28B-471JCRH6D28B-471JCRH6D28B-471JCRH6D28B-471

JCRH6D28B-6R8JCRH6D28B-6R8JCRH6D28B-6R8JCRH6D28B-6R8

0.25

49494949



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.0±30% 16(10)

2R2 2.2±30% 19(15)

3R3 3.3±30% 25(20)

4R7 4.7±30% 26(21)

5R0 5.0±25% 27(22)

6R2 6.2±25% 29(23)

7R4 7.4±25% 31(24)

8R7 8.7±25% 34(25)

100 10±25% 38(28)

120 12±25% 53(39)

150 15±25% 57(42)

180 18±25% 92(68)

220 22±25% 96(71)

270 27±25% 109(81)

101 100±25% 372(286)

151 150±25% 483(372)

JCRH6D38-7R4JCRH6D38-7R4JCRH6D38-7R4JCRH6D38-7R4

JCRH6D38-4R7JCRH6D38-4R7JCRH6D38-4R7JCRH6D38-4R7

JCRH6D38-6R2JCRH6D38-6R2JCRH6D38-6R2JCRH6D38-6R2

JCRH6D38-2R2JCRH6D38-2R2JCRH6D38-2R2JCRH6D38-2R2

2.30

4.40

3.50

2.75

2.60

2.80

JCRH6D38-5R0JCRH6D38-5R0JCRH6D38-5R0JCRH6D38-5R0

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

5.60JCRH6D38-1R0JCRH6D38-1R0JCRH6D38-1R0JCRH6D38-1R0

JCRH6D38

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6D38-8R7JCRH6D38-8R7JCRH6D38-8R7JCRH6D38-8R7

JCRH6D38-100JCRH6D38-100JCRH6D38-100JCRH6D38-100

JCRH6D38-3R3JCRH6D38-3R3JCRH6D38-3R3JCRH6D38-3R3

JCRH6D38-220JCRH6D38-220JCRH6D38-220JCRH6D38-220

JCRH6D38-270JCRH6D38-270JCRH6D38-270JCRH6D38-270

JCRH6D38-120JCRH6D38-120JCRH6D38-120JCRH6D38-120

2.20

2.00

1.80

JCRH6D38-101JCRH6D38-101JCRH6D38-101JCRH6D38-101

JCRH6D38-151JCRH6D38-151JCRH6D38-151JCRH6D38-151

1.60

1.50

1.30

1.20

0.65

0.60

JCRH6D38-150JCRH6D38-150JCRH6D38-150JCRH6D38-150

JCRH6D38-180JCRH6D38-180JCRH6D38-180JCRH6D38-180

50505050



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.0±30% 60(46)

3R3 3.3±30% 155(95)

4R7 4.7±30% 180(120)

6R8 6.8±25% 230(164)

8R2 8.2±25% 280(248)

100 10±25% 310(274)

120 12±25% 450(379)

150 15±25% 480(433)

180 18±25% 658(506)

220 22±25% 7519576)

270 27±25% 820(630)

330 33±25% 1200(870)

470 47±25% 1404(1100)

560 56±25% 1913(1402)

680 68±25% 2101(1650)JCRH6012-680JCRH6012-680JCRH6012-680JCRH6012-680

0.70

0.65

0.55

0.45

0.40

JCRH6012-270JCRH6012-270JCRH6012-270JCRH6012-270

JCRH6012-330JCRH6012-330JCRH6012-330JCRH6012-330

JCRH6012-560JCRH6012-560JCRH6012-560JCRH6012-560

JCRH6012-220JCRH6012-220JCRH6012-220JCRH6012-220

0.90

0.80

0.75

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6012-150JCRH6012-150JCRH6012-150JCRH6012-150

JCRH6012-180JCRH6012-180JCRH6012-180JCRH6012-180

JCRH6012-470JCRH6012-470JCRH6012-470JCRH6012-470

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.40JCRH6012-1R0JCRH6012-1R0JCRH6012-1R0JCRH6012-1R0

JCRH6012-4R7JCRH6012-4R7JCRH6012-4R7JCRH6012-4R7

JCRH6012-6R8JCRH6012-6R8JCRH6012-6R8JCRH6012-6R8

JCRH6012-100JCRH6012-100JCRH6012-100JCRH6012-100

JCRH6012-3R3JCRH6012-3R3JCRH6012-3R3JCRH6012-3R3

1.00

2.00

1.70

JCRH6012

1.30

1.10

1.40

JCRH6012-8R2JCRH6012-8R2JCRH6012-8R2JCRH6012-8R2

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH6012-120JCRH6012-120JCRH6012-120JCRH6012-120

51515151



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 150(125)

4R7 4.7±30% 184(156)

6R8 6.8±25% 319(245)

100 10±25% 440(287)

330 33±25% 1200(885)

JCRH6012HP-100JCRH6012HP-100JCRH6012HP-100JCRH6012HP-100

JCRH6012HP-4R7JCRH6012HP-4R7JCRH6012HP-4R7JCRH6012HP-4R7 2.00

1.80

0.60

1.60

JCRH6012HP-330JCRH6012HP-330JCRH6012HP-330JCRH6012HP-330

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.40JCRH6012HP-3R3JCRH6012HP-3R3JCRH6012HP-3R3JCRH6012HP-3R3

JCRH6012HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH6012HP-6R8JCRH6012HP-6R8JCRH6012HP-6R8JCRH6012HP-6R8

52525252



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 53(41)

3R3 3.3±30% 67(52)

4R7 4.7±30% 95(85)

6R8 6.8±25% 137(106)

100 10±25% 150(124)

110 11±25% 208(160)

120 12±25% 224(173)

150 15±25% 296(228)

220 22±25% 386(297)

330 33±25% 500(389)JCRH7D15-330JCRH7D15-330JCRH7D15-330JCRH7D15-330

1.20

1.00

0.90

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D15-150JCRH7D15-150JCRH7D15-150JCRH7D15-150

JCRH7D15-220JCRH7D15-220JCRH7D15-220JCRH7D15-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.40JCRH7D15-2R2JCRH7D15-2R2JCRH7D15-2R2JCRH7D15-2R2

JCRH7D15-4R7JCRH7D15-4R7JCRH7D15-4R7JCRH7D15-4R7

JCRH7D15-6R8JCRH7D15-6R8JCRH7D15-6R8JCRH7D15-6R8

JCRH7D15-110JCRH7D15-110JCRH7D15-110JCRH7D15-110

JCRH7D15-3R3JCRH7D15-3R3JCRH7D15-3R3JCRH7D15-3R3

1.50

2.70

2.20

JCRH7D15

1.60

1.55

1.80

JCRH7D15-100JCRH7D15-100JCRH7D15-100JCRH7D15-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D15-120JCRH7D15-120JCRH7D15-120JCRH7D15-120

53535353



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 60(45)

3R3 3.3±30% 84(64)

4R7 4.7±30% 96(69)

6R8 6.8±25% 142(100)

100 10±25% 148(138)

120 12±25% 221(170)

150 15±25% 249(192)

220 22±25% 403(310)

1.60

3.20

2.80

JCRH7D18

1.70

2.40

JCRH7D18-100JCRH7D18-100JCRH7D18-100JCRH7D18-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D18-120JCRH7D18-120JCRH7D18-120JCRH7D18-120

JCRH7D18-4R7JCRH7D18-4R7JCRH7D18-4R7JCRH7D18-4R7

JCRH7D18-3R3JCRH7D18-3R3JCRH7D18-3R3JCRH7D18-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.60JCRH7D18-2R2JCRH7D18-2R2JCRH7D18-2R2JCRH7D18-2R2

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D18-150JCRH7D18-150JCRH7D18-150JCRH7D18-150

JCRH7D18-220JCRH7D18-220JCRH7D18-220JCRH7D18-220

JCRH7D18-6R8JCRH7D18-6R8JCRH7D18-6R8JCRH7D18-6R8

1.50

1.30

54545454



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 42(33)

3R3 3.3±30% 51(39)

4R7 4.7±30% 78(60)

5R6 5.6±25% 90(69)

6R8 6.8±25% 110(85)

8R0 8.0±25% 117(90)

100 10±25% 137(105)

120 12±25% 160(123)

150 15±25% 201(154)

180 18±25% 231(170)

220 22±25% 257(197)

330 33±25% 380(297)

1.40

1.30

1.10

JCRH7D20-180JCRH7D20-180JCRH7D20-180JCRH7D20-180

JCRH7D20-220JCRH7D20-220JCRH7D20-220JCRH7D20-220

JCRH7D20-150JCRH7D20-150JCRH7D20-150JCRH7D20-150

2.00

1.80

1.60

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D20-100JCRH7D20-100JCRH7D20-100JCRH7D20-100

JCRH7D20-120JCRH7D20-120JCRH7D20-120JCRH7D20-120

JCRH7D20-330JCRH7D20-330JCRH7D20-330JCRH7D20-330

JCRH7D20-5R6JCRH7D20-5R6JCRH7D20-5R6JCRH7D20-5R6

JCRH7D20-3R3JCRH7D20-3R3JCRH7D20-3R3JCRH7D20-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.80JCRH7D20-2R2JCRH7D20-2R2JCRH7D20-2R2JCRH7D20-2R2

2.20

3.40

2.80

JCRH7D20

2.40

2.60

JCRH7D20-6R8JCRH7D20-6R8JCRH7D20-6R8JCRH7D20-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D20-8R0JCRH7D20-8R0JCRH7D20-8R0JCRH7D20-8R0

JCRH7D20-4R7JCRH7D20-4R7JCRH7D20-4R7JCRH7D20-4R7

55555555



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 42(33)

3R3 3.3±30% 51(39)

4R7 4.7±30% 78(60)

5R6 5.6±25% 90(69)

6R8 6.8±25% 110(85)

8R0 8.0±25% 117(90)

100 10±25% 137(105)

120 12±25% 160(123)

150 15±25% 201(154)

180 18±25% 231(170)

220 22±25% 257(197)

330 33±25% 380(297)

2.20

3.40

2.80

JCRH7D23

2.40

2.60

JCRH7D23-6R8JCRH7D23-6R8JCRH7D23-6R8JCRH7D23-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D23-8R0JCRH7D23-8R0JCRH7D23-8R0JCRH7D23-8R0

JCRH7D23-4R7JCRH7D23-4R7JCRH7D23-4R7JCRH7D23-4R7

JCRH7D23-3R3JCRH7D23-3R3JCRH7D23-3R3JCRH7D23-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.80JCRH7D23-2R2JCRH7D23-2R2JCRH7D23-2R2JCRH7D23-2R2

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D23-100JCRH7D23-100JCRH7D23-100JCRH7D23-100

JCRH7D23-120JCRH7D23-120JCRH7D23-120JCRH7D23-120

JCRH7D23-5R6JCRH7D23-5R6JCRH7D23-5R6JCRH7D23-5R6

JCRH7D23-330JCRH7D23-330JCRH7D23-330JCRH7D23-330

JCRH7D23-150JCRH7D23-150JCRH7D23-150JCRH7D23-150

2.00

1.80

1.60

1.40

1.30

1.10

JCRH7D23-180JCRH7D23-180JCRH7D23-180JCRH7D23-180

JCRH7D23-220JCRH7D23-220JCRH7D23-220JCRH7D23-220

56565656



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 53(36)

2R7 2.7±30% 47(40)

4R7 4.7±30% 70(54)

6R8 6.8±25% 77(59)

8R2 8.2±25% 92(70)

100 10±25% 120(80)

120 12±25% 130(100)

150 15±25% 147(113)

180 18±25% 193(149)

220 22±25% 216(173)

330 33±25% 328(254)

470 47±25% 520(339)

560 56±25% 568(437)

680 68±25% 614(471)JCRH7D25-680JCRH7D25-680JCRH7D25-680JCRH7D25-680

1.50

1.20

1.05

0.90

0.80

JCRH7D25-220JCRH7D25-220JCRH7D25-220JCRH7D25-220

JCRH7D25-330JCRH7D25-330JCRH7D25-330JCRH7D25-330

JCRH7D25-560JCRH7D25-560JCRH7D25-560JCRH7D25-560

JCRH7D25-180JCRH7D25-180JCRH7D25-180JCRH7D25-180

2.00

1.70

1.60

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D25-120JCRH7D25-120JCRH7D25-120JCRH7D25-120

JCRH7D25-150JCRH7D25-150JCRH7D25-150JCRH7D25-150

JCRH7D25-470JCRH7D25-470JCRH7D25-470JCRH7D25-470

JCRH7D25-6R8JCRH7D25-6R8JCRH7D25-6R8JCRH7D25-6R8

JCRH7D25-2R7JCRH7D25-2R7JCRH7D25-2R7JCRH7D25-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.40JCRH7D25-2R2JCRH7D25-2R2JCRH7D25-2R2JCRH7D25-2R2

2.40

4.00

3.20

JCRH7D25

2.60

2.80

JCRH7D25-8R2JCRH7D25-8R2JCRH7D25-8R2JCRH7D25-8R2

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D25-100JCRH7D25-100JCRH7D25-100JCRH7D25-100

JCRH7D25-4R7JCRH7D25-4R7JCRH7D25-4R7JCRH7D25-4R7

57575757



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R8 1.8±30% 31(25)

2R7 2.7±30% 33(26)

3R3 3.3±30% 41(32)

4R3 4.3±30% 56(43)

5R0 5.0±25% 59(45)

6R2 6.2±25% 70(53)

8R7 8.7±25% 81(63)

100 10±25% 77(66)

120 12±25% 91(71)

150 15±25% 104(80)

180 18±25% 135(104)

200 20±25% 150(115)

280 28±25% 209(161)

300 30±25% 223(171)

2.80

4.00

3.60

JCRH7D28

2.90

3.00

JCRH7D28-5R0JCRH7D28-5R0JCRH7D28-5R0JCRH7D28-5R0

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH7D28-6R2JCRH7D28-6R2JCRH7D28-6R2JCRH7D28-6R2

JCRH7D28-3R3JCRH7D28-3R3JCRH7D28-3R3JCRH7D28-3R3

JCRH7D28-2R7JCRH7D28-2R7JCRH7D28-2R7JCRH7D28-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.40JCRH7D28-1R8JCRH7D28-1R8JCRH7D28-1R8JCRH7D28-1R8

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7D28-8R7JCRH7D28-8R7JCRH7D28-8R7JCRH7D28-8R7

JCRH7D28-100JCRH7D28-100JCRH7D28-100JCRH7D28-100

JCRH7D28-4R3JCRH7D28-4R3JCRH7D28-4R3JCRH7D28-4R3

JCRH7D28-200JCRH7D28-200JCRH7D28-200JCRH7D28-200

JCRH7D28-280JCRH7D28-280JCRH7D28-280JCRH7D28-280

JCRH7D28-120JCRH7D28-120JCRH7D28-120JCRH7D28-120

2.40

2.30

2.20

JCRH7D28-300JCRH7D28-300JCRH7D28-300JCRH7D28-300

1.90

1.80

1.60

1.40

1.30

JCRH7D28-150JCRH7D28-150JCRH7D28-150JCRH7D28-150

JCRH7D28-180JCRH7D28-180JCRH7D28-180JCRH7D28-180

58585858



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 76(58)

4R7 4.7±30% 84(64)

6R8 6.8±25% 124(93)

100 10±25% 181(149)

120 12±25% 204(157)

150 15±25% 236(182)

180 18±25% 262(202)

220 22±25% 352(272)

270 27±25% 378(289)

330 33±25% 453(349)

390 39±25% 583(448)

470 47±25% 648(492)

1.80

3.60

2.80

JCRH10D15

1.90

2.00

JCRH10D15-120JCRH10D15-120JCRH10D15-120JCRH10D15-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH10D15-150JCRH10D15-150JCRH10D15-150JCRH10D15-150

JCRH10D15-6R8JCRH10D15-6R8JCRH10D15-6R8JCRH10D15-6R8

JCRH10D15-4R7JCRH10D15-4R7JCRH10D15-4R7JCRH10D15-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.70JCRH10D15-3R3JCRH10D15-3R3JCRH10D15-3R3JCRH10D15-3R3

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH10D15-180JCRH10D15-180JCRH10D15-180JCRH10D15-180

JCRH10D15-220JCRH10D15-220JCRH10D15-220JCRH10D15-220

JCRH10D15-100JCRH10D15-100JCRH10D15-100JCRH10D15-100

JCRH10D15-470JCRH10D15-470JCRH10D15-470JCRH10D15-470

JCRH10D15-270JCRH10D15-270JCRH10D15-270JCRH10D15-270

1.70

1.45

1.40

1.30

1.10

1.05

JCRH10D15-330JCRH10D15-330JCRH10D15-330JCRH10D15-330

JCRH10D15-390JCRH10D15-390JCRH10D15-390JCRH10D15-390

59595959



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

5R6 5.6±25% 77(63)

6R8 6.8±25% 90(73) 3.20

JCRH10D18

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH10D18-6R8JCRH10D18-6R8JCRH10D18-6R8JCRH10D18-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

3.40JCRH10D18-5R6JCRH10D18-5R6JCRH10D18-5R6JCRH10D18-5R6

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

60606060



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 46(36)

4R7 4.7±30% 49(43)

6R8 6.8±25% 56(48)

100 10±25% 85(65)

120 12±25% 116(82)

150 15±25% 123(103)

180 18±25% 143(104)

220 22±25% 180(140)

270 27±25% 204(155)

330 33±25% 263(209)

470 47±25% 360(280)

560 56±25% 452(348)

680 68±25% 509(408)

1.60

1.40

1.35

1.20

JCRH10D25-330JCRH10D25-330JCRH10D25-330JCRH10D25-330

JCRH10D25-470JCRH10D25-470JCRH10D25-470JCRH10D25-470

JCRH10D25-680JCRH10D25-680JCRH10D25-680JCRH10D25-680

JCRH10D25-270JCRH10D25-270JCRH10D25-270JCRH10D25-270

2.20

2.00

1.80

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH10D25-180JCRH10D25-180JCRH10D25-180JCRH10D25-180

JCRH10D25-220JCRH10D25-220JCRH10D25-220JCRH10D25-220

JCRH10D25-560JCRH10D25-560JCRH10D25-560JCRH10D25-560

JCRH10D25-100JCRH10D25-100JCRH10D25-100JCRH10D25-100

JCRH10D25-4R7JCRH10D25-4R7JCRH10D25-4R7JCRH10D25-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

5.00JCRH10D25-3R3JCRH10D25-3R3JCRH10D25-3R3JCRH10D25-3R3

2.60

4.40

3.50

JCRH10D25

2.80

3.00

JCRH10D25-120JCRH10D25-120JCRH10D25-120JCRH10D25-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH10D25-150JCRH10D25-150JCRH10D25-150JCRH10D25-150

JCRH10D25-6R8JCRH10D25-6R8JCRH10D25-6R8JCRH10D25-6R8

61616161



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 81(62)

4R7 4.7±30% 91(70)

6R8 6.8±25% 114(88)

8R2 8.2±25% 135(104)

100 10±25% 143(110)

150 15±25% 213(166)

180 18±25% 242(190)

220 22±25% 271(227)

2.40

4.30

3.50

JCRH8R23

3.00

3.20

JCRH8R23-100JCRH8R23-100JCRH8R23-100JCRH8R23-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8R23-150JCRH8R23-150JCRH8R23-150JCRH8R23-150

JCRH8R23-6R8JCRH8R23-6R8JCRH8R23-6R8JCRH8R23-6R8

JCRH8R23-4R7JCRH8R23-4R7JCRH8R23-4R7JCRH8R23-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.80JCRH8R23-3R3JCRH8R23-3R3JCRH8R23-3R3JCRH8R23-3R3

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8R23-180JCRH8R23-180JCRH8R23-180JCRH8R23-180

JCRH8R23-220JCRH8R23-220JCRH8R23-220JCRH8R23-220

JCRH8R23-8R2JCRH8R23-8R2JCRH8R23-8R2JCRH8R23-8R2

2.20

2.00

62626262



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 49(38)

3R3 3.3±30% 70(54)

6R8 6.8±25% 102(78)

100 10±25% 120(93)

120 12±25% 162(125)

150 15±25% 190(147)

180 18±25% 215(166)

220 22±25% 241(186)

270 27±25% 372(286)

330 33±25% 416(320)

390 39±25% 454(345)

470 47±25% 610(467)

101 100±25% 1140(879)

1.70

1.60

1.40

1.10

JCRH8R25-330JCRH8R25-330JCRH8R25-330JCRH8R25-330

JCRH8R25-390JCRH8R25-390JCRH8R25-390JCRH8R25-390

JCRH8R25-101JCRH8R25-101JCRH8R25-101JCRH8R25-101

JCRH8R25-270JCRH8R25-270JCRH8R25-270JCRH8R25-270

2.40

2.30

1.90

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8R25-180JCRH8R25-180JCRH8R25-180JCRH8R25-180

JCRH8R25-220JCRH8R25-220JCRH8R25-220JCRH8R25-220

JCRH8R25-470JCRH8R25-470JCRH8R25-470JCRH8R25-470

JCRH8R25-100JCRH8R25-100JCRH8R25-100JCRH8R25-100

JCRH8R25-3R3JCRH8R25-3R3JCRH8R25-3R3JCRH8R25-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

6.20JCRH8R25-2R2JCRH8R25-2R2JCRH8R25-2R2JCRH8R25-2R2

2.60

5.20

3.80

JCRH8R25

3.20

3.40

JCRH8R25-120JCRH8R25-120JCRH8R25-120JCRH8R25-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8R25-150JCRH8R25-150JCRH8R25-150JCRH8R25-150

JCRH8R25-6R8JCRH8R25-6R8JCRH8R25-6R8JCRH8R25-6R8

63636363



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±30% 26(20)

3R3 3.3±30% 28(21)

4R7 4.7±30% 39(26)

6R8 6.8±25% 45(33)

7R3 7.3±25% 58(45)

100 10±25% 63(47)

150 15±25% 69(53)

220 22±25% 99(76)

330 33±25% 156(120)

470 47±25% 195(150)

680 68±25% 286(220)

101 100±25% 430(330)

151 150±25% 681(523)

181 180±25% 757(582)

201 200±25% 970(747)

2.50

4.00

3.40

JCRH8D28

2.80

3.00

JCRH8D28-7R3JCRH8D28-7R3JCRH8D28-7R3JCRH8D28-7R3

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D28-100JCRH8D28-100JCRH8D28-100JCRH8D28-100

JCRH8D28-4R7JCRH8D28-4R7JCRH8D28-4R7JCRH8D28-4R7

JCRH8D28-3R3JCRH8D28-3R3JCRH8D28-3R3JCRH8D28-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.50JCRH8D28-2R2JCRH8D28-2R2JCRH8D28-2R2JCRH8D28-2R2

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D28-150JCRH8D28-150JCRH8D28-150JCRH8D28-150

JCRH8D28-220JCRH8D28-220JCRH8D28-220JCRH8D28-220

JCRH8D28-6R8JCRH8D28-6R8JCRH8D28-6R8JCRH8D28-6R8

JCRH8D28-101JCRH8D28-101JCRH8D28-101JCRH8D28-101

JCRH8D28-151JCRH8D28-151JCRH8D28-151JCRH8D28-151

JCRH8D28-330JCRH8D28-330JCRH8D28-330JCRH8D28-330

1.90

1.60

1.30

JCRH8D28-181JCRH8D28-181JCRH8D28-181JCRH8D28-181

JCRH8D28-201JCRH8D28-201JCRH8D28-201JCRH8D28-201

1.15

0.92

0.75

0.70

0.60

0.50

JCRH8D28-470JCRH8D28-470JCRH8D28-470JCRH8D28-470

JCRH8D28-680JCRH8D28-680JCRH8D28-680JCRH8D28-680

64646464



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±30% 35(27)

4R7 4.7±30% 40(31)

7R3 7.3±25% 66(51)

100 10±25% 78(60)

150 15±25% 125(96)

220 22±25% 182(140)

330 33±25% 286(220)

470 47±25% 345(265)

680 68±25% 520(400)JCRH8D28HP-680JCRH8D28HP-680JCRH8D28HP-680JCRH8D28HP-680

1.90

1.70

1.35

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D28HP-330JCRH8D28HP-330JCRH8D28HP-330JCRH8D28HP-330

JCRH8D28HP-470JCRH8D28HP-470JCRH8D28HP-470JCRH8D28HP-470

JCRH8D28HP-100JCRH8D28HP-100JCRH8D28HP-100JCRH8D28HP-100

JCRH8D28HP-4R7JCRH8D28HP-4R7JCRH8D28HP-4R7JCRH8D28HP-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.50JCRH8D28HP-3R3JCRH8D28HP-3R3JCRH8D28HP-3R3JCRH8D28HP-3R3

2.30

4.30

3.70

JCRH8D28HP

2.70

3.00

JCRH8D28HP-150JCRH8D28HP-150JCRH8D28HP-150JCRH8D28HP-150

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D28HP-220JCRH8D28HP-220JCRH8D28HP-220JCRH8D28HP-220

JCRH8D28HP-7R3JCRH8D28HP-7R3JCRH8D28HP-7R3JCRH8D28HP-7R3

65656565



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R8 1.8±30% 16(13)

2R5 2.5±30% 17(14)

3R5 3.5±30% 23(19)

4R7 4.7±30% 28(23)

6R0 6.0±25% 30(25)

100 10±25% 70(54)

150 15±25% 76(59)

220 22±25% 101(84)

330 33±25% 150(125)

470 47±25% 182(151)

680 68±25% 326(251)

101 100±25% 410(328)

3.00

6.50

5.00

JCRH8D38

4.20

4.60

JCRH8D38-6R0JCRH8D38-6R0JCRH8D38-6R0JCRH8D38-6R0

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D38-100JCRH8D38-100JCRH8D38-100JCRH8D38-100

JCRH8D38-3R5JCRH8D38-3R5JCRH8D38-3R5JCRH8D38-3R5

JCRH8D38-2R5JCRH8D38-2R5JCRH8D38-2R5JCRH8D38-2R5

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

7.00JCRH8D38-1R8JCRH8D38-1R8JCRH8D38-1R8JCRH8D38-1R8

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D38-150JCRH8D38-150JCRH8D38-150JCRH8D38-150

JCRH8D38-220JCRH8D38-220JCRH8D38-220JCRH8D38-220

JCRH8D38-4R7JCRH8D38-4R7JCRH8D38-4R7JCRH8D38-4R7

JCRH8D38-101JCRH8D38-101JCRH8D38-101JCRH8D38-101

JCRH8D38-330JCRH8D38-330JCRH8D38-330JCRH8D38-330

2.75

2.30

1.75

1.52

1.30

1.05

JCRH8D38-470JCRH8D38-470JCRH8D38-470JCRH8D38-470

JCRH8D38-680JCRH8D38-680JCRH8D38-680JCRH8D38-680

66666666



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R0 2.0±30% 20(15)

3R3 3.3±30% 23(18)

4R7 4.7±30% 26(20)

6R8 6.8±25% 33(27)

100 10±25% 47(36)

150 15±25% 68(52)

220 22±25% 93(72)

330 33±25% 145(112)

470 47±25% 191(147)

680 68±25% 246(190)

101 100±25% 408(314)

2.90

5.90

5.60

JCRH8D43

4.00

4.40

JCRH8D43-100JCRH8D43-100JCRH8D43-100JCRH8D43-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D43-150JCRH8D43-150JCRH8D43-150JCRH8D43-150

JCRH8D43-4R7JCRH8D43-4R7JCRH8D43-4R7JCRH8D43-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

7.00JCRH8D43-2R0JCRH8D43-2R0JCRH8D43-2R0JCRH8D43-2R0

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D43-220JCRH8D43-220JCRH8D43-220JCRH8D43-220

JCRH8D43-6R8JCRH8D43-6R8JCRH8D43-6R8JCRH8D43-6R8

JCRH8D43-3R3JCRH8D43-3R3JCRH8D43-3R3JCRH8D43-3R3

JCRH8D43-101JCRH8D43-101JCRH8D43-101JCRH8D43-101

JCRH8D43-330JCRH8D43-330JCRH8D43-330JCRH8D43-330

2.60

2.20

1.80

1.50

1.30

JCRH8D43-470JCRH8D43-470JCRH8D43-470JCRH8D43-470

JCRH8D43-680JCRH8D43-680JCRH8D43-680JCRH8D43-680

67676767



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 17(12)

2R7 2.7±30% 20(16)

4R7 4.7±30% 27(21)

6R8 6.8±25% 36(31)

100 10±25% 53(45)

150 15±25% 75(64)

220 22±25% 125(103)

330 33±25% 150(123)

470 47±25% 238(183)

680 68±25% 363(294)

2.00

1.60

JCRH8D43HP-470JCRH8D43HP-470JCRH8D43HP-470JCRH8D43HP-470

JCRH8D43HP-680JCRH8D43HP-680JCRH8D43HP-680JCRH8D43HP-680

JCRH8D43HP-330JCRH8D43HP-330JCRH8D43HP-330JCRH8D43HP-330

3.00

2.50

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D43HP-220JCRH8D43HP-220JCRH8D43HP-220JCRH8D43HP-220

JCRH8D43HP-6R8JCRH8D43HP-6R8JCRH8D43HP-6R8JCRH8D43HP-6R8

JCRH8D43HP-2R7JCRH8D43HP-2R7JCRH8D43HP-2R7JCRH8D43HP-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

12.60JCRH8D43HP-1R2JCRH8D43HP-1R2JCRH8D43HP-1R2JCRH8D43HP-1R2

3.70

8.60

6.20

JCRH8D43HP

4.30

5.60

JCRH8D43HP-100JCRH8D43HP-100JCRH8D43HP-100JCRH8D43HP-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D43HP-150JCRH8D43HP-150JCRH8D43HP-150JCRH8D43HP-150

JCRH8D43HP-4R7JCRH8D43HP-4R7JCRH8D43HP-4R7JCRH8D43HP-4R7

68686868



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R8 2.8±30% 16(12)

3R9 3.9±30% 17(13)

5R0 5.0±25% 18(14)

6R2 6.2±25% 21(16)

100 10±25% 27(20)

150 15±25% 38(29)

220 22±25% 47(36)

330 33±25% 68(52)

470 47±25% 94(72)

680 68±25% 135(104)

101 100±25% 182(140)

2.30

4.10

3.80

JCRH8D58LD

2.60

3.30

JCRH8D58LD-100JCRH8D58LD-100JCRH8D58LD-100JCRH8D58LD-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH8D58LD-150JCRH8D58LD-150JCRH8D58LD-150JCRH8D58LD-150

JCRH8D58LD-5R0JCRH8D58LD-5R0JCRH8D58LD-5R0JCRH8D58LD-5R0

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.70JCRH8D58LD-2R8JCRH8D58LD-2R8JCRH8D58LD-2R8JCRH8D58LD-2R8

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH8D58LD-220JCRH8D58LD-220JCRH8D58LD-220JCRH8D58LD-220

JCRH8D58LD-6R2JCRH8D58LD-6R2JCRH8D58LD-6R2JCRH8D58LD-6R2

JCRH8D58LD-3R9JCRH8D58LD-3R9JCRH8D58LD-3R9JCRH8D58LD-3R9

JCRH8D58LD-101JCRH8D58LD-101JCRH8D58LD-101JCRH8D58LD-101

JCRH8D58LD-330JCRH8D58LD-330JCRH8D58LD-330JCRH8D58LD-330

1.70

1.50

1.20

1.00

0.80

JCRH8D58LD-470JCRH8D58LD-470JCRH8D58LD-470JCRH8D58LD-470

JCRH8D58LD-680JCRH8D58LD-680JCRH8D58LD-680JCRH8D58LD-680

69696969



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±25% 280

120 12±25% 310

150 15±25% 360

180 18±25% 400

220 22±25% 435

270 27±25% 468

330 33±25% 530

390 39±25% 640

470 47±25% 720 0.30JCRH72-470JCRH72-470JCRH72-470JCRH72-470

JCRH72-390JCRH72-390JCRH72-390JCRH72-390

0.45

0.40

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH72-330JCRH72-330JCRH72-330JCRH72-330

JCRH72-180JCRH72-180JCRH72-180JCRH72-180

JCRH72-120JCRH72-120JCRH72-120JCRH72-120

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.20JCRH72-100JCRH72-100JCRH72-100JCRH72-100

0.50

1.00

0.80

JCRH72

0.60

0.70

JCRH72-220JCRH72-220JCRH72-220JCRH72-220

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH72-270JCRH72-270JCRH72-270JCRH72-270

JCRH72-150JCRH72-150JCRH72-150JCRH72-150

70707070



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±25% 72(55)

120 12±25% 98(75)

150 15±25% 130(96)

180 18±25% 140(110)

220 22±25% 190(150)

270 27±25% 210(160)

330 33±25% 240(180)

390 39±25% 320(250)

470 47±25% 360(280)

560 56±25% 470(360)

680 68±25% 520(400)

820 82±25% 690(530)

101 100±25% 790(610)

121 120±25% 890(690)

151 150±25% 1270(1020)

181 180±25% 1450(1160)

221 220±25% 1650(1320)

271 270±25% 2310(1850)

JCRH73-181JCRH73-181JCRH73-181JCRH73-181 0.39

JCRH73-221JCRH73-221JCRH73-221JCRH73-221 0.35

JCRH73-271JCRH73-271JCRH73-271JCRH73-271 0.32

0.96

1.52

1.33

JCRH73-270JCRH73-270JCRH73-270JCRH73-270

JCRH73-680JCRH73-680JCRH73-680JCRH73-680

JCRH73-101JCRH73-101JCRH73-101JCRH73-101

JCRH73-390JCRH73-390JCRH73-390JCRH73-390

0.91

1.20

JCRH73-220JCRH73-220JCRH73-220JCRH73-220

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH73-150JCRH73-150JCRH73-150JCRH73-150

JCRH73-120JCRH73-120JCRH73-120JCRH73-120

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.68JCRH73-100JCRH73-100JCRH73-100JCRH73-100

JCRH73

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH73-330JCRH73-330JCRH73-330JCRH73-330

JCRH73-180JCRH73-180JCRH73-180JCRH73-180

1.07

0.77

JCRH73-820JCRH73-820JCRH73-820JCRH73-820 0.57

JCRH73-121JCRH73-121JCRH73-121JCRH73-121

JCRH73-151JCRH73-151JCRH73-151JCRH73-151

0.76

0.68

0.61

0.50

0.49

0.43

JCRH73-470JCRH73-470JCRH73-470JCRH73-470

JCRH73-560JCRH73-560JCRH73-560JCRH73-560

71717171



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±25% 49(38)

120 12±25% 58(44)

150 15±25% 81(62)

180 18±25% 91(70)

220 22±25% 110(77)

270 27±25% 150(120)

330 33±25% 170(130)

390 39±25% 230(180)

470 47±25% 260(200)

560 56±25% 350(270)

680 68±25% 380(300)

820 82±25% 430(330)

101 100±25% 610(470)

121 120±25% 660(510)

151 150±25% 880(680)

181 180±25% 980(760)

221 220±25% 1170(900)

271 270±25% 1640(1320)

JCRH74-470JCRH74-470JCRH74-470JCRH74-470

JCRH74-560JCRH74-560JCRH74-560JCRH74-560

0.88

0.75

0.69

0.60

JCRH74-820JCRH74-820JCRH74-820JCRH74-820 0.61

JCRH74-121JCRH74-121JCRH74-121JCRH74-121

JCRH74-151JCRH74-151JCRH74-151JCRH74-151

0.52

0.46

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH74-330JCRH74-330JCRH74-330JCRH74-330

JCRH74-180JCRH74-180JCRH74-180JCRH74-180

0.91

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.84JCRH74-100JCRH74-100JCRH74-100JCRH74-100

JCRH74

1.23

1.31

JCRH74-220JCRH74-220JCRH74-220JCRH74-220

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH74-150JCRH74-150JCRH74-150JCRH74-150

JCRH74-120JCRH74-120JCRH74-120JCRH74-120

JCRH74-271JCRH74-271JCRH74-271JCRH74-271 0.34

1.12

1.71

1.47

JCRH74-270JCRH74-270JCRH74-270JCRH74-270

JCRH74-680JCRH74-680JCRH74-680JCRH74-680

JCRH74-101JCRH74-101JCRH74-101JCRH74-101

JCRH74-390JCRH74-390JCRH74-390JCRH74-390

0.96

JCRH74-181JCRH74-181JCRH74-181JCRH74-181 0.42

JCRH74-221JCRH74-221JCRH74-221JCRH74-221 0.36

72727272



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

0R8 0.8±30% 6(5)

1R5 1.5±30% 11(9)

2R2 2.2±30% 17(13)

3R3 3.3±30% 21(16)

4R7 4.7±30% 30(23)

6R8 6.8±25% 35(27)

8R2 8.2±25% 50(38)

100 10±25% 59(45)

150 15±25% 91(70)

220 22±25% 143(110)

330 33±25% 202(155)

470 47±25% 299(230)

560 56±25% 325(250)

680 68±25% 429(330)

820 82±25% 494(380)

101 100±25% 683(525)

121 120±25% 754(580)

151 150±25% 871(670)

JCRH103R-101JCRH103R-101JCRH103R-101JCRH103R-101 1.02

JCRH103R-121JCRH103R-121JCRH103R-121JCRH103R-121 0.89

JCRH103R-151JCRH103R-151JCRH103R-151JCRH103R-151 0.84

3.84

8.00

6.70

JCRH103R-6R8JCRH103R-6R8JCRH103R-6R8JCRH103R-6R8

JCRH103R-330JCRH103R-330JCRH103R-330JCRH103R-330

JCRH103R-560JCRH103R-560JCRH103R-560JCRH103R-560

JCRH103R-100JCRH103R-100JCRH103R-100JCRH103R-100

3.54

5.56

JCRH103R-4R7JCRH103R-4R7JCRH103R-4R7JCRH103R-4R7

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH103R-2R2JCRH103R-2R2JCRH103R-2R2JCRH103R-2R2

JCRH103R-1R5JCRH103R-1R5JCRH103R-1R5JCRH103R-1R5

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

11.20JCRH103R-0R8JCRH103R-0R8JCRH103R-0R8JCRH103R-0R8

JCRH103R

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH103R-8R2JCRH103R-8R2JCRH103R-8R2JCRH103R-8R2

JCRH103R-3R3JCRH103R-3R3JCRH103R-3R3JCRH103R-3R3

4.65

3.18

JCRH103R-470JCRH103R-470JCRH103R-470JCRH103R-470 1.43

JCRH103R-680JCRH103R-680JCRH103R-680JCRH103R-680

JCRH103R-820JCRH103R-820JCRH103R-820JCRH103R-820

2.60

2.16

1.74

1.36

1.22

1.14

JCRH103R-150JCRH103R-150JCRH103R-150JCRH103R-150

JCRH103R-220JCRH103R-220JCRH103R-220JCRH103R-220

73737373



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±30% 10(8)

2R5 2.5±30% 26(20)

3R3 3.3±30% 28(23)

4R7 4.7±30% 33(26)

6R8 6.8±25% 36(28)

100 10±25% 39(29)

150 15±25% 58(45)

220 22±25% 82(63)

330 33±25% 114(88)

470 47±25% 182(140)

680 68±25% 213(158)

101 100±25% 340(262)

151 150±25% 506(389)

221 220±25% 855(658)

331 330±25% 1170(896)

471 470±25% 1380(1070)

JCRH104R-330JCRH104R-330JCRH104R-330JCRH104R-330

JCRH104R-470JCRH104R-470JCRH104R-470JCRH104R-470

2.30

2.10

1.50

1.15

JCRH104R-101JCRH104R-101JCRH104R-101JCRH104R-101 1.35

JCRH104R-221JCRH104R-221JCRH104R-221JCRH104R-221

JCRH104R-331JCRH104R-331JCRH104R-331JCRH104R-331

0.92

0.70

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH104R-150JCRH104R-150JCRH104R-150JCRH104R-150

JCRH104R-4R7JCRH104R-4R7JCRH104R-4R7JCRH104R-4R7

2.90

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

7.50JCRH104R-1R5JCRH104R-1R5JCRH104R-1R5JCRH104R-1R5

JCRH104R

4.80

6.00

JCRH104R-6R8JCRH104R-6R8JCRH104R-6R8JCRH104R-6R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH104R-3R3JCRH104R-3R3JCRH104R-3R3JCRH104R-3R3

JCRH104R-2R5JCRH104R-2R5JCRH104R-2R5JCRH104R-2R5

4.40

6.50

6.20

JCRH104R-100JCRH104R-100JCRH104R-100JCRH104R-100

JCRH104R-680JCRH104R-680JCRH104R-680JCRH104R-680

JCRH104R-151JCRH104R-151JCRH104R-151JCRH104R-151

JCRH104R-220JCRH104R-220JCRH104R-220JCRH104R-220

3.60

JCRH104R-471JCRH104R-471JCRH104R-471JCRH104R-471 0.60

74747474



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

0R8 0.8±30% 4(3)

1R5 1.5±30% 6(5)

2R2 2.2±30% 7(6)

3R3 3.3±30% 10(8)

4R7 4.7±30% 12(10)

6R8 6.8±25% 18(14)

8R2 8.2±25% 20(16)

100 10±25% 26(20)

120 12±25% 33(25)

150 15±25% 41(32)

180 18±25% 46(35)

220 22±25% 61(47)

270 27±25% 69(53)

330 33±25% 84(65)

390 39±25% 106(82)

470 47±25% 130(100)JCRH105R-470JCRH105R-470JCRH105R-470JCRH105R-470 2.00

5.40

9.50

7.50

JCRH105R-6R8JCRH105R-6R8JCRH105R-6R8JCRH105R-6R8

JCRH105R-180JCRH105R-180JCRH105R-180JCRH105R-180

JCRH105R-270JCRH105R-270JCRH105R-270JCRH105R-270

JCRH105R-100JCRH105R-100JCRH105R-100JCRH105R-100

5.00

6.50

JCRH105R-4R7JCRH105R-4R7JCRH105R-4R7JCRH105R-4R7

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH105R-2R2JCRH105R-2R2JCRH105R-2R2JCRH105R-2R2

JCRH105R-1R5JCRH105R-1R5JCRH105R-1R5JCRH105R-1R5

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

9.50JCRH105R-0R8JCRH105R-0R8JCRH105R-0R8JCRH105R-0R8

JCRH105R

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH105R-8R2JCRH105R-8R2JCRH105R-8R2JCRH105R-8R2

JCRH105R-3R3JCRH105R-3R3JCRH105R-3R3JCRH105R-3R3

6.10

4.50

JCRH105R-220JCRH105R-220JCRH105R-220JCRH105R-220 2.90

JCRH105R-330JCRH105R-330JCRH105R-330JCRH105R-330

JCRH105R-390JCRH105R-390JCRH105R-390JCRH105R-390

3.80

3.40

3.10

2.60

2.50

2.25

JCRH105R-120JCRH105R-120JCRH105R-120JCRH105R-120

JCRH105R-150JCRH105R-150JCRH105R-150JCRH105R-150

75757575



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R9 3.9±30% 15(14)

4R7 4.7±30% 18(16)

6R8 6.8±25% 23(20)

8R2 8.2±25% 26(22)

100 10±25% 28(24)

120 12±25% 38(32)

150 15±25% 50(44)

180 18±25% 57(48)

220 22±25% 66(55)

270 27±25% 80(67)

330 33±25% 97(81)

470 47±25% 150(125)

101 100±25% 308(237)

331 330±25% 990(825)

JCRH124-220JCRH124-220JCRH124-220JCRH124-220

JCRH124-270JCRH124-270JCRH124-270JCRH124-270

2.90

2.80

2.70

1.20

JCRH124-470JCRH124-470JCRH124-470JCRH124-470 1.90

JCRH124-331JCRH124-331JCRH124-331JCRH124-331 0.50

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH124-150JCRH124-150JCRH124-150JCRH124-150

JCRH124-8R2JCRH124-8R2JCRH124-8R2JCRH124-8R2

3.10

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

6.50JCRH124-3R9JCRH124-3R9JCRH124-3R9JCRH124-3R9

JCRH124

4.50

4.60

JCRH124-100JCRH124-100JCRH124-100JCRH124-100

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH124-6R8JCRH124-6R8JCRH124-6R8JCRH124-6R8

JCRH124-4R7JCRH124-4R7JCRH124-4R7JCRH124-4R7

4.00

5.70

4.90

JCRH124-120JCRH124-120JCRH124-120JCRH124-120

JCRH124-330JCRH124-330JCRH124-330JCRH124-330

JCRH124-101JCRH124-101JCRH124-101JCRH124-101

JCRH124-180JCRH124-180JCRH124-180JCRH124-180

3.20

76767676



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R3 1.3±30% 12(9)

2R1 2.1±30% 14(11)

3R1 3.1±30% 17(13)

4R4 4.4±30% 20(16)

5R8 5.8±25% 21(17)

7R5 7.5±25% 24(19)

100 10±25% 25(19)

120 12±25% 27(21)

150 15±25% 30(23)

180 18±25% 34(26)

220 22±25% 36(39)

470 47±25% 110(84)

101 100±25% 170(130)

681 680±25% 1340(1030)

4.20

7.00

6.00

JCRH125-7R5JCRH125-7R5JCRH125-7R5JCRH125-7R5

JCRH125-220JCRH125-220JCRH125-220JCRH125-220

JCRH125-101JCRH125-101JCRH125-101JCRH125-101

JCRH125-120JCRH125-120JCRH125-120JCRH125-120

4.00

5.00

JCRH125-5R8JCRH125-5R8JCRH125-5R8JCRH125-5R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH125-3R1JCRH125-3R1JCRH125-3R1JCRH125-3R1

JCRH125-2R1JCRH125-2R1JCRH125-2R1JCRH125-2R1

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

8.00JCRH125-1R3JCRH125-1R3JCRH125-1R3JCRH125-1R3

JCRH125

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH125-100JCRH125-100JCRH125-100JCRH125-100

JCRH125-4R4JCRH125-4R4JCRH125-4R4JCRH125-4R4

4.40

3.50

JCRH125-470JCRH125-470JCRH125-470JCRH125-470 1.80

JCRH125-681JCRH125-681JCRH125-681JCRH125-681

3.30

3.00

2.80

1.30

0.48

JCRH125-150JCRH125-150JCRH125-150JCRH125-150

JCRH125-180JCRH125-180JCRH125-180JCRH125-180

77777777



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R2 1.2±30% 7(5)

2R4 2.4±30% 12(8)

3R5 3.5±30% 14(10)

4R7 4.7±30% 16(12)

6R1 6.1±25% 18(13)

7R6 7.6±25% 20(15)

100 10±25% 22(16)

120 12±25% 24(18)

150 15±25% 27(20)

180 18±25% 39(29)

220 22±25% 43(32)

470 47±25% 100(76)

101 100±25% 200(170)

102 1000±25% 1820(1400)

JCRH127-150JCRH127-150JCRH127-150JCRH127-150

JCRH127-180JCRH127-180JCRH127-180JCRH127-180

4.50

3.90

3.60

1.70

JCRH127-470JCRH127-470JCRH127-470JCRH127-470 2.50

JCRH127-102JCRH127-102JCRH127-102JCRH127-102 0.55

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH127-100JCRH127-100JCRH127-100JCRH127-100

JCRH127-4R7JCRH127-4R7JCRH127-4R7JCRH127-4R7

4.90

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

9.80JCRH127-1R2JCRH127-1R2JCRH127-1R2JCRH127-1R2

JCRH127

6.60

6.80

JCRH127-6R1JCRH127-6R1JCRH127-6R1JCRH127-6R1

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH127-3R5JCRH127-3R5JCRH127-3R5JCRH127-3R5

JCRH127-2R4JCRH127-2R4JCRH127-2R4JCRH127-2R4

5.90

8.00

7.50

JCRH127-7R6JCRH127-7R6JCRH127-7R6JCRH127-7R6

JCRH127-220JCRH127-220JCRH127-220JCRH127-220

JCRH127-101JCRH127-101JCRH127-101JCRH127-101

JCRH127-120JCRH127-120JCRH127-120JCRH127-120

5.40

78787878



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.2±30% 7(5)

2R4 2.4±30% 11(8)

3R5 3.5±30% 3(10)

4R6 4.6±30% 14(11)

5R8 5.8±25% 16(13)

7R4 7.4±25% 18(14)

100 10±25% 20(15)

120 12±25% 22(17)

150 15±25% 24(20)

180 18±25% 28(22)

220 22±25% 78(60)

470 47±25% 100(76)

101 100±25% 151(119)

102 1000±25% 1500(1150)

7.40

10.30

9.30

JCRH127LD-7R4JCRH127LD-7R4JCRH127LD-7R4JCRH127LD-7R4

JCRH127LD-220JCRH127LD-220JCRH127LD-220JCRH127LD-220

JCRH127LD-101JCRH127LD-101JCRH127LD-101JCRH127LD-101

JCRH127LD-120JCRH127LD-120JCRH127LD-120JCRH127LD-120

6.70

9.10

JCRH127LD-5R8JCRH127LD-5R8JCRH127LD-5R8JCRH127LD-5R8

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRH127LD-3R5JCRH127LD-3R5JCRH127LD-3R5JCRH127LD-3R5

JCRH127LD-2R4JCRH127LD-2R4JCRH127LD-2R4JCRH127LD-2R4

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

14.00JCRH127LD-1R0JCRH127LD-1R0JCRH127LD-1R0JCRH127LD-1R0

JCRH127LD

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH127LD-100JCRH127LD-100JCRH127LD-100JCRH127LD-100

JCRH127LD-4R6JCRH127LD-4R6JCRH127LD-4R6JCRH127LD-4R6

8.60

6.45

JCRH127LD-470JCRH127LD-470JCRH127LD-470JCRH127LD-470 3.25

JCRH127LD-102JCRH127LD-102JCRH127LD-102JCRH127LD-102

5.65

5.10

4.70

2.10

0.70

JCRH127LD-150JCRH127LD-150JCRH127LD-150JCRH127LD-150

JCRH127LD-180JCRH127LD-180JCRH127LD-180JCRH127LD-180

79797979



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±20% 95

4R7 4.7±20% 200

5R6 5.6±20% 230

100 10±20% 350

220 22±20% 670

330 33±20% 1220

470 47±20% 1700

560 56±20% 1850

121 120±15% 3500

151 150±15% 3600

221 220±15% 5600

JCD32-121JCD32-121JCD32-121JCD32-121

JCD32-151JCD32-151JCD32-151JCD32-151

0.19

0.17

0.14

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD32-470JCD32-470JCD32-470JCD32-470

JCD32-100JCD32-100JCD32-100JCD32-100

0.30

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.39JCD32-2R2JCD32-2R2JCD32-2R2JCD32-2R2

JCD32

0.50

0.74

JCD32-220JCD32-220JCD32-220JCD32-220

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD32-5R6JCD32-5R6JCD32-5R6JCD32-5R6

JCD32-4R7JCD32-4R7JCD32-4R7JCD32-4R7

0.37

1.03

0.91

JCD32-330JCD32-330JCD32-330JCD32-330

JCD32-221JCD32-221JCD32-221JCD32-221

JCD32-560JCD32-560JCD32-560JCD32-560

0.31

80808080



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R0 1.0±20% 48

1R4 1.4±20% 56

1R8 1.8±20% 64

2R2 2.2±20% 71

2R7 2.7±20% 78

3R3 3.3±20% 86

3R9 3.9±20% 93

4R7 4.7±20% 108

5R6 5.6±20% 126

6R8 6.8±20% 131

8R2 8.2±20% 146

100 10±20% 172

120 12±20% 198

150 15±20% 222

180 18±20% 320

220 22±20% 357

101 100±15% 1140

152 1500±15% 18000

JCD43-220JCD43-220JCD43-220JCD43-220 0.68

JCD43-101JCD43-101JCD43-101JCD43-101 0.35

JCD43-152JCD43-152JCD43-152JCD43-152 0.10

1.44

2.52

1.95

JCD43-3R3JCD43-3R3JCD43-3R3JCD43-3R3

JCD43-8R2JCD43-8R2JCD43-8R2JCD43-8R2

JCD43-120JCD43-120JCD43-120JCD43-120

JCD43-4R7JCD43-4R7JCD43-4R7JCD43-4R7

1.33

1.75

JCD43-2R7JCD43-2R7JCD43-2R7JCD43-2R7

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD43-1R8JCD43-1R8JCD43-1R8JCD43-1R8

JCD43-1R4JCD43-1R4JCD43-1R4JCD43-1R4

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.56JCD43-1R0JCD43-1R0JCD43-1R0JCD43-1R0

JCD43

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD43-3R9JCD43-3R9JCD43-3R9JCD43-3R9

JCD43-2R2JCD43-2R2JCD43-2R2JCD43-2R2

1.58

1.15

JCD43-100JCD43-100JCD43-100JCD43-100 0.82

JCD43-150JCD43-150JCD43-150JCD43-150

JCD43-180JCD43-180JCD43-180JCD43-180

0.99

0.95

0.84

0.80

0.78

0.74

JCD43-5R6JCD43-5R6JCD43-5R6JCD43-5R6

JCD43-6R8JCD43-6R8JCD43-6R8JCD43-6R8

81818181



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±20% 60

3R3 3.3±20% 70

4R7 4.7±20% 80

100 10±20% 90

120 12±20% 100

150 15±20% 110

180 18±20% 120

220 22±20% 140

270 27±20% 170

330 33±20% 190

390 39±20% 220

470 47±20% 250

560 56±20% 350

680 68±20% 400

820 82±20% 470

101 100±15% 630

121 120±15% 730

221 220±15% 1300

JCD53-270JCD53-270JCD53-270JCD53-270

JCD53-330JCD53-330JCD53-330JCD53-330

0.72

0.67

0.64

0.50

JCD53-470JCD53-470JCD53-470JCD53-470 0.53

JCD53-680JCD53-680JCD53-680JCD53-680

JCD53-820JCD53-820JCD53-820JCD53-820

0.45

0.39

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD53-180JCD53-180JCD53-180JCD53-180

JCD53-100JCD53-100JCD53-100JCD53-100

0.80

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

2.03JCD53-2R2JCD53-2R2JCD53-2R2JCD53-2R2

JCD53

1.12

1.23

JCD53-120JCD53-120JCD53-120JCD53-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD53-4R7JCD53-4R7JCD53-4R7JCD53-4R7

JCD53-3R3JCD53-3R3JCD53-3R3JCD53-3R3

JCD53-221JCD53-221JCD53-221JCD53-221 0.26

1.00

1.83

1.68

JCD53-150JCD53-150JCD53-150JCD53-150

JCD53-390JCD53-390JCD53-390JCD53-390

JCD53-560JCD53-560JCD53-560JCD53-560

JCD53-220JCD53-220JCD53-220JCD53-220

0.88

JCD53-101JCD53-101JCD53-101JCD53-101 0.37

JCD53-121JCD53-121JCD53-121JCD53-121 0.34

82828282



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 52

6R8 6.8±20% 58

100 10±20% 68

120 12±20% 85

150 15±20% 111

180 18±20% 150

220 22±20% 160

270 27±20% 186

330 33±20% 230

390 39±20% 290

470 47±20% 370

560 56±20% 420

680 68±20% 460

820 82±20% 600

101 100±15% 627

121 120±15% 930

221 220±15% 1570

JCD54-101JCD54-101JCD54-101JCD54-101 0.52

JCD54-121JCD54-121JCD54-121JCD54-121 0.48

JCD54-221JCD54-221JCD54-221JCD54-221 0.35

1.90

3.00

2.10

JCD54-150JCD54-150JCD54-150JCD54-150

JCD54-390JCD54-390JCD54-390JCD54-390

JCD54-560JCD54-560JCD54-560JCD54-560

JCD54-220JCD54-220JCD54-220JCD54-220

1.80

JCD54-120JCD54-120JCD54-120JCD54-120

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD54-100JCD54-100JCD54-100JCD54-100

JCD54-6R8JCD54-6R8JCD54-6R8JCD54-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

4.00JCD54-4R7JCD54-4R7JCD54-4R7JCD54-4R7

JCD54

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD54-180JCD54-180JCD54-180JCD54-180

1.60

2.00

JCD54-680JCD54-680JCD54-680JCD54-680

JCD54-820JCD54-820JCD54-820JCD54-820

0.61

0.58

1.20

0.68

JCD54-470JCD54-470JCD54-470JCD54-470 0.72

JCD54-270JCD54-270JCD54-270JCD54-270

JCD54-330JCD54-330JCD54-330JCD54-330

1.40

1.30

83838383



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±20% 83

120 12±20% 93

150 15±20% 106

180 18±20% 115

220 22±20% 134

270 27±20% 160

330 33±20% 177

390 39±20% 226

470 47±20% 253

560 56±20% 293

680 68±20% 345

820 82±20% 422

101 100±15% 501

121 120±15% 557

151 150±15% 785

221 220±15% 1248

331 330±15% 1552

JCD73-390JCD73-390JCD73-390JCD73-390

JCD73-470JCD73-470JCD73-470JCD73-470

0.74

0.68

JCD73-121JCD73-121JCD73-121JCD73-121

0.51

0.49

0.64

0.54

JCD73-680JCD73-680JCD73-680JCD73-680 0.59

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD73-270JCD73-270JCD73-270JCD73-270

0.85

JCD73-101JCD73-101JCD73-101JCD73-101

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

1.44JCD73-100JCD73-100JCD73-100JCD73-100

JCD73

1.12JCD73-180JCD73-180JCD73-180JCD73-180

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD73-150JCD73-150JCD73-150JCD73-150

JCD73-120JCD73-120JCD73-120JCD73-120

JCD73-331JCD73-331JCD73-331JCD73-331 0.28

1.07

1.39

1.24

JCD73-220JCD73-220JCD73-220JCD73-220

JCD73-560JCD73-560JCD73-560JCD73-560

JCD73-820JCD73-820JCD73-820JCD73-820

JCD73-330JCD73-330JCD73-330JCD73-330

0.94

JCD73-151JCD73-151JCD73-151JCD73-151 0.40

JCD73-221JCD73-221JCD73-221JCD73-221 0.31

84848484



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 36

100 10±20% 70

120 12±20% 80

150 15±20% 90

180 18±20% 100

220 22±20% 110

270 27±20% 120

330 33±20% 130

390 39±20% 160

470 47±20% 180

560 56±20% 240

680 68±20% 280

820 82±20% 370

101 100±15% 430

121 120±15% 470

151 150±15% 640

502 5000±15% 18889

JCD75-151JCD75-151JCD75-151JCD75-151 0.58

JCD75-502JCD75-502JCD75-502JCD75-502 0.14

1.50

2.00

1.80

JCD75-220JCD75-220JCD75-220JCD75-220

1.60JCD75-180JCD75-180JCD75-180JCD75-180

JCD75-150JCD75-150JCD75-150JCD75-150

JCD75-120JCD75-120JCD75-120JCD75-120

1.30

0.94

0.78

JCD75-680JCD75-680JCD75-680JCD75-680 0.85

JCD75-390JCD75-390JCD75-390JCD75-390

JCD75-470JCD75-470JCD75-470JCD75-470

1.10

1.00

1.20

JCD75-100JCD75-100JCD75-100JCD75-100 2.30

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

5.00JCD75-4R7JCD75-4R7JCD75-4R7JCD75-4R7

JCD75

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD75-330JCD75-330JCD75-330JCD75-330

0.72

0.66

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD75-270JCD75-270JCD75-270JCD75-270

JCD75-560JCD75-560JCD75-560JCD75-560

JCD75-820JCD75-820JCD75-820JCD75-820

JCD75-101JCD75-101JCD75-101JCD75-101

JCD75-121JCD75-121JCD75-121JCD75-121

85858585



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±20% 53

120 12±20% 60

150 15±20% 70

180 18±20% 81

220 22±20% 87

270 27±20% 100

330 33±20% 120

390 39±20% 151

470 47±20% 170

560 56±20% 198

680 68±20% 223

820 82±20% 252

101 100±15% 344

121 120±15% 395

151 150±15% 543

221 220±15% 721

561 560±15% 1979

JCD104-101JCD104-101JCD104-101JCD104-101

JCD104-121JCD104-121JCD104-121JCD104-121

0.74

0.69

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD104-560JCD104-560JCD104-560JCD104-560

JCD104-270JCD104-270JCD104-270JCD104-270

1.26

JCD104-100JCD104-100JCD104-100JCD104-100 2.38

JCD104-330JCD104-330JCD104-330JCD104-330

1.44

1.60

2.13

1.87

JCD104-220JCD104-220JCD104-220JCD104-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCD104

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

1.01

0.85

JCD104-680JCD104-680JCD104-680JCD104-680 0.91

JCD104-820JCD104-820JCD104-820JCD104-820

JCD104-390JCD104-390JCD104-390JCD104-390

JCD104-470JCD104-470JCD104-470JCD104-470

1.20

1.10

1.73JCD104-180JCD104-180JCD104-180JCD104-180

JCD104-150JCD104-150JCD104-150JCD104-150

JCD104-120JCD104-120JCD104-120JCD104-120

JCD104-151JCD104-151JCD104-151JCD104-151 0.61

JCD104-561JCD104-561JCD104-561JCD104-561 0.32

JCD104-221JCD104-221JCD104-221JCD104-221 0.53

86868686



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

6R8 6.8±20% 45

100 10±20% 60

120 12±20% 70

150 15±20% 80

180 18±20% 90

220 22±20% 100

270 27±20% 110

330 33±20% 120

390 39±20% 140

470 47±20% 170

560 56±20% 190

680 68±20% 220

820 82±20% 250

101 100±15% 350

151 150±15% 470

471 470±15% 1480

821 820±15% 2550

0.78

JCD105-821JCD105-821JCD105-821JCD105-821 0.24

JCD105-471JCD105-471JCD105-471JCD105-471 0.48

JCD105-180JCD105-180JCD105-180JCD105-180

JCD105-150JCD105-150JCD105-150JCD105-150

JCD105-120JCD105-120JCD105-120JCD105-120

JCD105-151JCD105-151JCD105-151JCD105-151

JCD105-390JCD105-390JCD105-390JCD105-390

JCD105-470JCD105-470JCD105-470JCD105-470

1.37

1.28

5.00

JCD105-100JCD105-100JCD105-100JCD105-100 2.60

JCD105-330JCD105-330JCD105-330JCD105-330

1.76

1.95

2.45

2.27

JCD105-220JCD105-220JCD105-220JCD105-220

2.15

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCD105

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD105-270JCD105-270JCD105-270JCD105-270

1.50

JCD105-6R8JCD105-6R8JCD105-6R8JCD105-6R8

JCD105-101JCD105-101JCD105-101JCD105-101 0.97

JCD105-560JCD105-560JCD105-560JCD105-560

JCD105-820JCD105-820JCD105-820JCD105-820

1.17

1.00

JCD105-680JCD105-680JCD105-680JCD105-680 1.11

87878787



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±20% 1000

3R9 3.9±20% 1100

4R7 4.7±20% 1200

5R6 5.6±20% 1300

6R8 6.8±20% 1500

8R2 8.2±20% 1600

100 10±20% 1800

120 12±20% 2000

150 15±20% 2200

180 18±20% 2500

220 22±20% 2800

270 27±20% 3100

330 33±20% 3500

101 100±15% 7000

151 150±15% 9300

471 470±15% 25000

561 560±15% 28000

0.080

JCD3225-220JCD3225-220JCD3225-220JCD3225-220

JCD3225-330JCD3225-330JCD3225-330JCD3225-330

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD3225-100JCD3225-100JCD3225-100JCD3225-100

0.180

JCD3225-101JCD3225-101JCD3225-101JCD3225-101

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCD3225

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCD3225-3R3JCD3225-3R3JCD3225-3R3JCD3225-3R3 0.300

JCD3225-3R9JCD3225-3R9JCD3225-3R9JCD3225-3R9 0.290

JCD3225-120JCD3225-120JCD3225-120JCD3225-120

0.190

0.150

0.115

JCD3225-270JCD3225-270JCD3225-270JCD3225-270 0.120

JCD3225-150JCD3225-150JCD3225-150JCD3225-150

JCD3225-180JCD3225-180JCD3225-180JCD3225-180

0.170

0.160

0.225

0.270

0.250

JCD3225-8R2JCD3225-8R2JCD3225-8R2JCD3225-8R2

0.240JCD3225-6R8JCD3225-6R8JCD3225-6R8JCD3225-6R8

JCD3225-5R6JCD3225-5R6JCD3225-5R6JCD3225-5R6

JCD3225-4R7JCD3225-4R7JCD3225-4R7JCD3225-4R7

JCD3225-151JCD3225-151JCD3225-151JCD3225-151 0.070

JCD3225-561JCD3225-561JCD3225-561JCD3225-561 0.040

JCD3225-471JCD3225-471JCD3225-471JCD3225-471 0.045

88888888



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±20% 350

3R9 3.9±20% 380

4R7 4.7±20% 400

5R6 5.6±20% 470

6R8 6.8±20% 500

8R2 8.2±20% 550

100 10±20% 560

120 12±20% 620

150 15±20% 730

180 18±20% 820

220 22±20% 940

270 27±20% 1100

330 33±20% 1200

101 100±15% 2500

151 150±15% 3700

471 470±15% 11800

0.130

JCD4532-471JCD4532-471JCD4532-471JCD4532-471 0.080

JCD4532-6R8JCD4532-6R8JCD4532-6R8JCD4532-6R8

JCD4532-5R6JCD4532-5R6JCD4532-5R6JCD4532-5R6

JCD4532-4R7JCD4532-4R7JCD4532-4R7JCD4532-4R7

JCD4532-151JCD4532-151JCD4532-151JCD4532-151

JCD4532-150JCD4532-150JCD4532-150JCD4532-150

JCD4532-180JCD4532-180JCD4532-180JCD4532-180

0.360

0.340

0.440

JCD4532-3R9JCD4532-3R9JCD4532-3R9JCD4532-3R9 0.430

JCD4532-120JCD4532-120JCD4532-120JCD4532-120

0.380

0.390

0.420

0.410

JCD4532-8R2JCD4532-8R2JCD4532-8R2JCD4532-8R2

0.400

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCD4532

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCD4532-100JCD4532-100JCD4532-100JCD4532-100

0.370

JCD4532-3R3JCD4532-3R3JCD4532-3R3JCD4532-3R3

JCD4532-101JCD4532-101JCD4532-101JCD4532-101 0.160

JCD4532-220JCD4532-220JCD4532-220JCD4532-220

JCD4532-330JCD4532-330JCD4532-330JCD4532-330

0.320

0.240

JCD4532-270JCD4532-270JCD4532-270JCD4532-270 0.300

89898989



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±20% 156(120)

2R2 2.2±20% 168(129)

3R3 3.3±20% 244(188)

4R7 4.7±20% 310(290)

6R8 6.8±20% 450(376)

8R2 8.2±20% 533(410)

100 10±20% 650(561)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR3010-100JCNR3010-100JCNR3010-100JCNR3010-100

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR3010

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCNR3010-1R5JCNR3010-1R5JCNR3010-1R5JCNR3010-1R5 1.50

JCNR3010-2R2JCNR3010-2R2JCNR3010-2R2JCNR3010-2R2 1.30

0.80

0.85

1.20

1.10

JCNR3010-8R2JCNR3010-8R2JCNR3010-8R2JCNR3010-8R2

0.90JCNR3010-6R8JCNR3010-6R8JCNR3010-6R8JCNR3010-6R8

JCNR3010-4R7JCNR3010-4R7JCNR3010-4R7JCNR3010-4R7

JCNR3010-3R3JCNR3010-3R3JCNR3010-3R3JCNR3010-3R3

90909090



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

150 15±20% 420 0.58

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR3015

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR3015-150JCNR3015-150JCNR3015-150JCNR3015-150

91919191

max1.5



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±20% 215(165)

4R7 4.7±20% 265(204)

6R8 6.8±20% 388(299)

8R2 8.2±20% 423(325)

100 10±20% 556(428)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR4010

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCNR4010-3R3JCNR4010-3R3JCNR4010-3R3JCNR4010-3R3 1.40

JCNR4010-4R7JCNR4010-4R7JCNR4010-4R7JCNR4010-4R7 1.30

1.00

0.95

0.85JCNR4010-100JCNR4010-100JCNR4010-100JCNR4010-100

JCNR4010-8R2JCNR4010-8R2JCNR4010-8R2JCNR4010-8R2

JCNR4010-6R8JCNR4010-6R8JCNR4010-6R8JCNR4010-6R8

92929292



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

6R8 6.8±20% 370(308)

100 10±20% 550(493)

1.20

JCNR4010HP-100JCNR4010HP-100JCNR4010HP-100JCNR4010HP-100 0.90

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR4010HP

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR4010HP-6R8JCNR4010HP-6R8JCNR4010HP-6R8JCNR4010HP-6R8

93939393



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±20% 90

3R3 3.3±20% 110

4R7 4.7±20% 150

100 10±20% 280

220 22±20% 375

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR4018

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCNR4018-2R2JCNR4018-2R2JCNR4018-2R2JCNR4018-2R2 3.50

JCNR4018-3R3JCNR4018-3R3JCNR4018-3R3JCNR4018-3R3 2.60

2.20

1.10

1.00JCNR4018-220JCNR4018-220JCNR4018-220JCNR4018-220

JCNR4018-100JCNR4018-100JCNR4018-100JCNR4018-100

JCNR4018-4R7JCNR4018-4R7JCNR4018-4R7JCNR4018-4R7

94949494

max1.8



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±20% 157(121)

3R3 3.3±20% 217(167)

4R7 4.7±20% 257(198)

6R8 6.8±20% 342(263)

8R2 8.2±20% 425(327)

100 10±20% 481(370)

JCNR6010-8R2JCNR6010-8R2JCNR6010-8R2JCNR6010-8R2

JCNR6010-6R8JCNR6010-6R8JCNR6010-6R8JCNR6010-6R8

JCNR6010-4R7JCNR6010-4R7JCNR6010-4R7JCNR6010-4R7

2.60

JCNR6010-3R3JCNR6010-3R3JCNR6010-3R3JCNR6010-3R3 2.00

1.40

1.80

1.60

JCNR6010-100JCNR6010-100JCNR6010-100JCNR6010-100

1.50

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR6010

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR6010-2R2JCNR6010-2R2JCNR6010-2R2JCNR6010-2R2

95959595



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R2 2.2±20% 124(95)

3R3 3.3±20% 191(147)

4R7 4.7±20% 231(178)

6R8 6.8±20% 287(220)

8R2 8.2±20% 347(267)

100 10±20% 430(306)

220 22±20% 967(744)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR6012-220JCNR6012-220JCNR6012-220JCNR6012-220

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR6012

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCNR6012-2R2JCNR6012-2R2JCNR6012-2R2JCNR6012-2R2 2.50

JCNR6012-3R3JCNR6012-3R3JCNR6012-3R3JCNR6012-3R3 2.10

0.80

1.40

1.70

1.60

JCNR6012-100JCNR6012-100JCNR6012-100JCNR6012-100

1.50JCNR6012-8R2JCNR6012-8R2JCNR6012-8R2JCNR6012-8R2

JCNR6012-6R8JCNR6012-6R8JCNR6012-6R8JCNR6012-6R8

JCNR6012-4R7JCNR6012-4R7JCNR6012-4R7JCNR6012-4R7

96969696



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

1R5 1.5±20% 48

2R2 2.2±20% 61

4R7 4.7±20% 86

6R8 6.8±20% 120

100 10±20% 178JCNR6020-100JCNR6020-100JCNR6020-100JCNR6020-100

JCNR6020-6R8JCNR6020-6R8JCNR6020-6R8JCNR6020-6R8

JCNR6020-4R7JCNR6020-4R7JCNR6020-4R7JCNR6020-4R7

4.50

JCNR6020-2R2JCNR6020-2R2JCNR6020-2R2JCNR6020-2R2 4.20

2.80

2.60

1.90

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR6020

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR6020-1R5JCNR6020-1R5JCNR6020-1R5JCNR6020-1R5

97979797

max2.0



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 82

100 10±20% 110

220 22±20% 213

330 33±20% 354

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR6028

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCNR6028-4R7JCNR6028-4R7JCNR6028-4R7JCNR6028-4R7 3.00

JCNR6028-100JCNR6028-100JCNR6028-100JCNR6028-100 2.45

1.70

1.20JCNR6028-330JCNR6028-330JCNR6028-330JCNR6028-330

JCNR6028-220JCNR6028-220JCNR6028-220JCNR6028-220

98989898

max2.8



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 54

100 10±20% 105

150 15±20% 164

220 22±20% 200

330 33±20% 263JCNR6045-330JCNR6045-330JCNR6045-330JCNR6045-330

JCNR6045-220JCNR6045-220JCNR6045-220JCNR6045-220

JCNR6045-150JCNR6045-150JCNR6045-150JCNR6045-150

3.00

JCNR6045-100JCNR6045-100JCNR6045-100JCNR6045-100 2.80

2.20

2.00

1.70

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCNR6045

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCNR6045-4R7JCNR6045-4R7JCNR6045-4R7JCNR6045-4R7

99999999

max4.5



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 36

6R8 6.8±20% 54

100 10±20% 76

150 15±20% 104

220 22±20% 126

330 33±20% 148

470 47±20% 252

680 68±20% 348

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRR6028-470JCRR6028-470JCRR6028-470JCRR6028-470

0.50

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRR6028

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

JCRR6028-4R7JCRR6028-4R7JCRR6028-4R7JCRR6028-4R7 1.60

JCRR6028-6R8JCRR6028-6R8JCRR6028-6R8JCRR6028-6R8 1.50

JCRR6028-680JCRR6028-680JCRR6028-680JCRR6028-680

0.55

0.65

1.30

1.00

JCRR6028-330JCRR6028-330JCRR6028-330JCRR6028-330

0.75JCRR6028-220JCRR6028-220JCRR6028-220JCRR6028-220

JCRR6028-150JCRR6028-150JCRR6028-150JCRR6028-150

JCRR6028-100JCRR6028-100JCRR6028-100JCRR6028-100

100100100100



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±20% 36

6R8 6.8±20% 73

100 10±20% 129

150 15±20% 156

220 22±20% 240

470 47±20% 376

JCRR7032-220JCRR7032-220JCRR7032-220JCRR7032-220

JCRR7032-150JCRR7032-150JCRR7032-150JCRR7032-150

JCRR7032-100JCRR7032-100JCRR7032-100JCRR7032-100

2.50

JCRR7032-6R8JCRR7032-6R8JCRR7032-6R8JCRR7032-6R8 2.00

0.80

1.70

1.30

JCRR7032-470JCRR7032-470JCRR7032-470JCRR7032-470

1.15

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRR7032

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRR7032-3R3JCRR7032-3R3JCRR7032-3R3JCRR7032-3R3

101101101101



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

3R3 3.3±20% 24

4R7 4.7±20% 38

6R8 6.8±20% 48

100 10±20% 58

150 15±20% 66

220 22±20% 103

330 33±20% 151

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRR7045-3R3JCRR7045-3R3JCRR7045-3R3JCRR7045-3R3

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRR7045

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

2.50

JCRR7045-6R8JCRR7045-6R8JCRR7045-6R8JCRR7045-6R8 1.70

JCRR7045-4R7JCRR7045-4R7JCRR7045-4R7JCRR7045-4R7 2.00

0.80

1.30

1.10

JCRR7045-330JCRR7045-330JCRR7045-330JCRR7045-330

0.90JCRR7045-220JCRR7045-220JCRR7045-220JCRR7045-220

JCRR7045-150JCRR7045-150JCRR7045-150JCRR7045-150

JCRR7045-100JCRR7045-100JCRR7045-100JCRR7045-100

102102102102



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±20% 45

150 15±20% 60

220 22±20% 74

330 33±20% 102

470 47±20% 120

680 68±20% 168

101 100±20% 240 1.00

1.60

1.40

JCRR10145-101JCRR10145-101JCRR10145-101JCRR10145-101

1.20JCRR10145-680JCRR10145-680JCRR10145-680JCRR10145-680

JCRR10145-470JCRR10145-470JCRR10145-470JCRR10145-470

JCRR10145-330JCRR10145-330JCRR10145-330JCRR10145-330

JCRR10145-220JCRR10145-220JCRR10145-220JCRR10145-220 2.10

JCRR10145-150JCRR10145-150JCRR10145-150JCRR10145-150 2.40

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRR10145

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRR10145-100JCRR10145-100JCRR10145-100JCRR10145-100 3.00

103103103103



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

6R8 6.8±20% 18

100 10±20% 26

150 15±20% 34

220 22±20% 45

330 33±20% 68

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRR12575-6R8JCRR12575-6R8JCRR12575-6R8JCRR12575-6R8

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRR12575

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

7.20

JCRR12575-150JCRR12575-150JCRR12575-150JCRR12575-150 4.70

JCRR12575-100JCRR12575-100JCRR12575-100JCRR12575-100 5.50

4.00

3.20JCRR12575-330JCRR12575-330JCRR12575-330JCRR12575-330

JCRR12575-220JCRR12575-220JCRR12575-220JCRR12575-220

104104104104



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

101 100±20% 1400

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCR63B

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCR63B-101JCR63B-101JCR63B-101JCR63B-101 0.60

105105105105



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

2R7 2.7±20% 27

3R6 3.6±20% 30

220 22±20% 95

470 47±20% 203

101 100±20% 397

471 470±20% 1852

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCR74B-2R7JCR74B-2R7JCR74B-2R7JCR74B-2R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCR74B

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

3.50

JCR74B-220JCR74B-220JCR74B-220JCR74B-220 1.50

JCR74B-3R6JCR74B-3R6JCR74B-3R6JCR74B-3R6 3.00

0.95

0.60

0.27JCR74B-471JCR74B-471JCR74B-471JCR74B-471

JCR74B-101JCR74B-101JCR74B-101JCR74B-101

JCR74B-470JCR74B-470JCR74B-470JCR74B-470

106106106106



Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

4R7 4.7±20% 41

6R8 6.8±20% 61

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCR7020-4R7JCR7020-4R7JCR7020-4R7JCR7020-4R7

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCR7020

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

3.30

JCR7020-6R8JCR7020-6R8JCR7020-6R8JCR7020-6R8 2.80
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Features/赴試
*Excellent soiderability and high heat resistance.

良好的可焊性和高耐熱性

*Suintable for a variety of DC/DC converters inductance.

Measuring frequency/賥蘂萛蕞

*100KHz1V

Description/蔀舰

*Current Rating:Based on the largest decline in ICP to 35 percent ,

and the temperature does not exceed 40 degrees.

蚓話詒膄:缮蛍詒感胴貟耵踆降跘聏為35%,褩缝螻聏葽藥莙貄過40℃.

IndicateIndicateIndicateIndicate InductanceInductanceInductanceInductance D.C.R(Max)D.C.R(Max)D.C.R(Max)D.C.R(Max)

跧藽 詒感值(u H) 譺膄詒諣（mΩ）

100 10±20% 105

220 22±20% 190JCRH7025C-220JCRH7025C-220JCRH7025C-220JCRH7025C-220 2.00

Fixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mountingFixed inductors for surface mounting

蚓話詒膄（A）

JCRH7025C

Rated current(Max)Rated current(Max)Rated current(Max)Rated current(Max)

綠色產品.服務顧客.持續改善.永續經營

DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)DIMENSIONS(mm)
外形尺寸

      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)      LAND PATTERNS(mm)
    端子安裝尺寸

TypeTypeTypeType

躧軣

JCRH7025C-100JCRH7025C-100JCRH7025C-100JCRH7025C-100 2.50
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